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ÏÐÅÏÎÐÚÊÈ È ÑÚÂÅÒÈ
Èíñòðóêöèèòå çà åêñïëîàòàöèÿ ñå ïðèëàãàò êúì ðàçëè÷íè 
ìîäèôèêàöèè íà òîçè óðåä. Ñëåäîâàòåëíî Âèå ìîæåòå äà 
îòêðèåòå îïèñàíèÿ íà îòäåëíè õàðàêòåðèñòèêè, êîèòî íå ñå 
îòíàñÿò äî Âàøèÿ ñïåöèôè÷åí óðåä.

ÌÎÍÒÀÆ
� Ïðîèçâîäèòåëÿò íå íîñè îòãîâîðíîñò çà ïîâðåäè, äúëæàùè ñå íà 

íåïðàâèëåí ìîíòàæ èëè íåñïàçåíè èçèñêâàíèÿ.
� Ìèíèìàëíîòî áåçîïàñíî ðàçñòîÿíèå ìåæäó ãîòâàðñêèÿ ïëîò è 

àñïèðàòîðà å 650 mm (íÿêîè ìîäåëè ìîãàò äà ñå ìîíòèðàò íà ïî-
ìàëêà âèñî÷èíà, ìîëÿ âèæòå ðàçäåëà çà ðàáîòíèòå ðàçìåðè è 
ìîíòàæà).

� Óâåðåòå ñå, ÷å íàïðåæåíèåòî íà ìðåæàòà îòãîâàðÿ íà ïîñî÷åíîòî íà 
ñòèêåðà, íàìèðàù ñå âúâ âúòðåøíîñòòà íà àñïèðàòîðà.

� Çà óðåäè îò êëàñ I ñå óâåðåòå, ÷å åëåêòðè÷åñêàòà èíñòàëàöèÿ å äîáðå 
çàçåìåíà.

� Ñâúðæåòå êúì èçõîäà íà àñïèðàòîðà âúçäóõîâîä ñ äèàìåòúð íå ïî-
ìàëúê îò 120 mm. Ðàçñòîÿíèåòî ìåæäó êîìèíà è àñïèðàòîðà òðÿáâà 
äà áúäå âúçìîæíî íàé-ìàëêî.

� Íå ñâúðçâàéòå àñïèðàòîðà êúì êîìèíè, êîèòî îáñëóæâàò è äðóãè 
óðåäè  / îòîïëèòåëíè ïå÷êè, êàìèíè è ò.í. /

� Â ñëó÷àé, ÷å â ïîìåùåíèåòî îñâåí àñïèðàòîðà ñå èçïîëçâàò è äðóãè 
óðåäè, êîèòî íå ðàáîòÿò ñ åëåêòðè÷åñêà åíåðãèÿ, òðÿáâà äà ñå 
ïðåäâèäè äîáúð ïðèòîê íà âúçäóõ, çà äà ñå ïðåäîòâðàòè îáðàòíî 
çàñìóêâàíå â ïîìåùåíèåòî íà âå÷å îòðàáîòåíèÿ ãàç. Êóõíÿòà òðÿáâà 
äà èìà îòâîð, êîéòî äà å ñâúðçàí ñ âúíøíàòà ñðåäà, çà äà ñå 
ãàðàíòèðà ïðèòîêúò íà ñâåæ âúçäóõ. Êîãàòî àñïèðàòîðúò ñå èçïîëçâà 
ñúâìåñòíî ñ óðåäè, çàõðàíâàíè ñ åíåðãèÿ, ðàçëè÷íà îò 
åëåêòðè÷åñêàòà, îòðèöàòåëíîòî íàëÿãàíå â ïîìåùåíèåòî íå òðÿáâà 
äà ïðåâèøàâà 0.04 mbar, çà äà ñå ïðåäîòâðàòè îáðòàíîòî âðúùàíå íà 
àñïèðèðàíèòå îò àñïèðàòîðà ìèðèçìè è èçïàðåíèÿ.

� Â ñëó÷àé íà ïîâðåäà íà íà åëåêòðè÷åñêèÿ êàáåë, òîé òðÿáâà äà ñå 
ïîäìåíè îò ïðîèçâîäèòåëÿ èëè Òåõíè÷åñêè ñåðâèç, çà äà ñå èçáåãíàò 
âñÿêàêâè ðèñêîâå.  

ÓÏÎÒÐÅÁÀ  
� Àñïèðàòîðúò å ïðåäíàçíà÷åí èçêëþ÷èòåëíî çà óïîòðåáà â äîìàøíè 

óñëîâèÿ, çà äà ïîãëúùà ìèðèçìèòå â êóõíÿòà. 
� Íèêîãà íå èçïîëçóâàéòå àñïèðàòîðè çà äðóãè öåëè, ðàçëè÷íè îò òåçè, 

çà êîèòî å ïðåäíàçíà÷åí.
� Íå îñòàâÿéòå íèêîãà ñâîáîäåí ïëàìúê ñ ãîëÿì èíòåíçèòåò ïîä 

ðàáîòåù àñïèðàòîð.
� Ðåãóëèðàéòå âèíàãè ïëàìúêà òàêà, ÷å äà ñå èçáåãíå èçëèçàíåòî ìó 

èçâúí äúíîòî íà òåíäæåðàòà.
� Êîíòðîëèðàéòå ôðèòþðíèöèòå ïî âðåìå íà óïîòðåáà : ïðåçàãðÿòîòî 

îëèî ìîæå äà ñå çàïàëè.
� Íå ôëàìáèðàéòå ïîä àñïèðàòîðà : îïàñíîñò îò ïîæàð.
� Àñïèðàòîðúò íå å ïðåäâèäåí çà èçïîëçâàíå îò ëèöà (âêëþ÷èòåëíî 

äåöà) ñ ôèçè÷åñêè, ïñèõè÷åñêè èëè óìñòâåíè ñïîñîáíîñòè, èëè íå 
îáó÷åíè äà ðàáîòÿò ñ óðåäà, îñâåí àêî íå ñå íàäçèðàâàò èëè ñà áèëè 
èíñòðóêòèðàíè äà ðàáîòÿò ñ íåãî îò ëèöå, îòãîâîðíî çà òÿõíàòà 
áåçîïàñíîñò.

� Äåöàòà òðÿáâà äà ñå íàãëåæäàò äà íå èãðàÿò ñ óðåäà.
ÏÐÅÄÓÏÐÅÆÄÅÍÈÅ: Äîñòúïíèòå ÷àñòè ìîãàò äà ñå íàãîðåùÿò 
êîãàòî àñïèðàòîðúò ñå èçïîëçâà ñúâìåñòíî ñ ãîòâàðñêè óðåäè
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ÕÀÐÀÊÒÅÐÈÑÒÈÊÈ

Ðàçìåðè
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Êîìïîíåíòè 

? Êîë-âî Êîìïîíåíòè íà ïðîäóêòà

1 1 Êîðïóñ, ñ : Êîìàíäåí áëîê, Îñâåòëåíèå, 

Âåíòèëàöèîííà ãðóïà, Ôèëòðè

2 1 Ãîðåí êîìèí

7.1 1 Òåëåñêîïè÷íà ðàìêà ñ àñïèðàùî.ó-âî, ñúñòàâåíà îò :

7.1à 1 Ãîðíà ðàìêà

7.1b 1 Äîëíà ðàìêà

9 1 Ðåäóöèðàù  ôëàíåö Ø150 – 120 mm

13 1 Óïëúòíèòåëíà ëåíòà NOVASTIK

14 1 Óäúëæåíèå íà ñâðúçêàòà íà âúçäóõîâîäà

15 1 Ñâðúçêà íà èçõîäÿùèÿ âúçäóõîâîä

25 2 Ñêîáè çà âúçäóõîâîäà 

26 1 Çàêðåïâàùà ÷àñò íà ãîðíèÿ êîìèí

29 1 Ñâúðçâàùà òðúáà íà èçõîäÿùèÿ îòâîð

? Êîë-âî Êîìïîíåíòè çà ìîíòàæà

11 4 Äþáåëè  Ø 10

12ñ 4 Âèíò 2,9 õ 9,5

12f 2 Âèíò Ì6 õ  15

12g 4 Âèíò Ì6 õ 80

12 h 4 Âèíò 5,2 õ 70

12 q 4 Âèíò 3,5 õ 9,5

12w 2 Âèíò Ì3 õ 80

21 1 Øàáëîí çà ïðîáèâàíå

22 8 Ïîäëîæíè øàéáè ñ âúòð. Ø 6,4 ìì.  

23 4 Ãàéêè Ì6

24 2 Çàêðåïâàùè ïàëöè çà ñâúðçâàùàòà ÷àñò

Êîë-âî Äîêóìåíòàöèÿ

1 Êíèæêà ñ èíñòðóêöèè
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ÌÎÍÒÀÆ  

ÏÐÎÁÈÂÀÍÅ ÍÀ ÒÀÂÀÍÀ/ÍÎÑÅÙÀÒÀ ÎÑÍÎÂÀ È ÔÈÊÑÈÐÀÍÅ ÍÀ ÐÀÌÊÈÒÅ

Ïðîáèâàíå íà òàâàíà / íîñåùàòà îñíîâà :

- Èçïîëçâàéòå îòâåñ, çà äà ìàðêèðàòå öåíòúðà íà ïëîòà âúðõó òàâàíà / íîñåùàòà îñíîâà.
- Ïîñòàâåòå äîñòàâåíèÿ øàáëîí çà ïðîáèâàíå 21 íà òàâàíà / íîñåùàòà îñíîâà, êàòî ñå 
óâåðèòå, ÷å øàáëîíúò å ïîñòàâåí ïðàâèëíî, èçðàâíÿâàéêè îñèòå ìó ñ òåçè íà ïëîòà.
- Ìàðêèðàéòå öåíòðîâåòå íà îòâîðèòå íà øàáëîíà.
- Ïðîáèéòå îòâîðè â ìàðêèðàíèòå òî÷êè:

- ïðè áåòîííè òàâàíè, ïðîáèéòå çà äþáåëè ïîäõîäÿùè çà ðàçìåðà íà âèíò÷åòî.
- ïðè ðåøåòú÷íè òóõëåíè òàâàíè ñ äåáåëèíà 20 ìì : ïðîáèâàéòå îòâîðè Ø 10 ìì. / 
âåäíàãà ïîñòàâåòå â îòâîðèòå äîñòàâåíèòå äþáåëè 11 /
- ïðè äúðâåí ãðåäîðåä, ïðîáèéòå ñïîðåä âèíò÷åòàòà çà äúðâî, êîèòî ùå èçïîëçâàòå.
- ïðè äúðâåíà íîñåùà îñíîâà, ïðîáèéòå îòâîðè Ø 7 ìì.
- çà åë. çàõðàíâàùèÿ êàáåë, ïðîáèéòå îòâîð Ø 10 ìì.
- çà èçõîäÿùèÿ âúçäóõîâîä / àñïèðèðàù ðåæèì íà ðàáîòà /, ïðîáèéòå ñïîðåä 
äèàìåòúðà íà ñâðúçêàòà ñúñ èçõîäÿùèÿ êîìèí.

- Âêàðàéòå äâàòà âèíòà îò ñëåäíèÿ òèï, êðúñòîñâàéêè ãè è îñòàâåòå ðàçñòîÿíèå 4-5 ìì îò 
òàâàíà :

-  ïðè áåòîíåíè òàâàíè, èçïîëçóâàéòå ïîäõîäÿùèòå ääþáåëè çà ðàçìåðà íà âèíòà ( íå 
ñå äîñòàâÿò ) 
-   ïðè îêà÷åíè òàâàíè ñ âúòðåøíî ïðîñòðàíñòâî ñ äåáåëèíà íà ñòåíàòà 20 ìì 
èçïîëçóâàéòå äîñòàâåíèòå âèíòîâå 12h  
-  ïðè äúðâåí ãðåäîðåä, èçïîëçóâàéòå 4 âèíòà çà äúðâî ( íå ñå äîñòàâÿò )
-  ïðè äúðâåíà íîñåùà îñíîâà, èçïîëçóâàéòå äîñòàâåíèòå 4 âèíòà 12g ñúñ øàéáèòå 22 
è ãàéêèòå 23.
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ÔÈÊÑÈÐÀÍÅ ÍÀ ÐÀÌÊÈÒÅ
     
Àêî æåëàåòå äà ðåãóëèðàòå âèñî÷èíàòà íà ðàìêàòà, 
ïðîöåäèðàéòå, êàêòî ñëåäâà;
- Ðàçâèéòå îñåìòå ìåòðè÷íè âèíòà ñúäèíÿâàùè äâåòå 
êîëîíè, ðàçïîëîæåíèå â ñòðàíèòå íà ðàìêàòà
- Ðåãóëèðàéòå ðàìêàòà äî æåëàíàòà âèñî÷èíà, ñëåä 
òîâà ïîñòàâåòå îáðàòíî âèíòîâåòå, êîèòî áÿõà ðàçâèòè
- Ôèêñèðàéòå çàêðåïâàùàòà ÷àñò íà ãîðíèÿ êîìèí 26 
êúì îêà÷âàùèÿ êîìïëåêò, èçïîëçóâàéêè äâàòà âèíòà 
12w (Ì3õ8).
- Ïîâäèãíåòå ðàìêàòà, âêàðàéòå íåéíèòå ñëîòîâå âúðõó 
âèíòîâåòå äî êðàéíîòî ïîëîæåíèåòî íà ñëîòîâåòå
- Çàòåãíåòå äâàòà âèíòà è çàâèéòå äðóãèòå äâà âèíòà, 
äîñòàâåíè ñ àñïèðàòîðà
Ïðåäè îêîí÷àòåëíîòî çàòÿãàíå íà âèíòîâåòå å 
âúçìîæíî äà ïîäðàâíèòå ðàìêàòà, êàòî ÿ çàâúðòèòå. 
Óâåðåòå ñå, ÷å âèíòîâåòå íå èçëèçàò îò òåõíèòå ëåãëà â 
ñëîòîâåòå.

- Ñåãà å âúçìîæíî äà ïîñòàâèòå è äà çàòåãíåòå 4-òå 
îñèãóðÿâàùè  âèíòà, ïðîöåäèðàéêè, êàêòî ñëåäâà:
- ïðîáèéòå òàâàíà ñúñ ñâðåäëî Ø10 ìì, êàòî èìàòå 
çà îòïðàòêà îòâîðèòå â ñòðàíè÷íèòå ÷àñòè íà 
çàêðåïâàùàòà ÷àñò íà ãîðíèÿ êîìèí.
- âêàðàéòå äîñòàâåíèòå 4 äþáåëà
- ïîñòàâåòå øàéáèòå ( äîñòàâåíè ) êúì âèíòîâåòå è 
çàòåãíåòå âèíòîâåòå
- Ðàìêàòà òðÿáâà äà å ñèãóðíî çàêðåïåíà òàêà, ÷å äà 
èçäúðæà òåãëîòî íà àñïèðàòîðà, êàêòî è âñåêè íàòèñê 
ïðè÷èíåí îò ñëó÷àåí óäàð, íàíåñåí íà óðåäà. Ñëåä 
çàêðåïâàíåòî ñå óâåðåòå äàëè îñíîâàòà å ñòàáèëíà, 
äîðè è êîãàòî ðàìêàòà å îáåêò íà ñòðàíè÷íè ñèëè.
- Àêî òàâàíúò íå å äîñòàòú÷íî çäðàâ â çîíàòà, êúäåòî 
ùå ñå ìîíòèðà àñïèðàòîðà, ìîíòàæíèêúò òðÿáâà äà 
îñèãóðè óêðåïâàíå, èçïîëçóâàéêè ïîäõîäÿùè ïëàíêè 
è ïîäëîæíè ïàð÷åòà, çàêðåïåíè êúì êîíñòðóêòèâíèòå 
çäðàâè ÷àñòè. 
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ÑÂÚÐÇÂÀÍÅ

Èçâåæäàíå íà âúçäóõà ïðè àñïèðèðàùàòà âåðñèÿ

Ïðè ìîíòàæ â àñïèðèðàùàòà âåðñèÿ ñâúðæåòå êúì 
àñïèðàòîðà âúçäóõîâîä / òâúðä èëè ãúâêàâ / ñ 
äèàìåòúð Ø150 èëè Ø 120 mm, ÷èéòî èçáîð å 
îñòàâåí íà ìîíòàæíèêà.
�  Çà èíñòàëèðàíåòî íà âúçäóõîâîä Ø 120 mm 
ïîñòàâåòå ðåäóöèðàùèÿ ôëàíåö 9 êúì èçõîäà íà 
àñïèðàòîðà.
� Ôèêñèðàéòå âúçäóõîâîäà, èçïîëçâàéêè  ñêîáè 25.
�  Ìàõíåòå ôèëòðèòå îò àêòèâåí âúãëåí.

ÈÇÂÅÆÄÀÍÅ ÍÀ ÂÚÇÄÓÕÀ ÏÐÈ ÔÈËÒÐÈÐÀÙÀ ÂÅÐÑÈß

� Ïîñòàâåòå ðåäóùèðàùèÿ ôëàíåö 9 âúðõó 
èçõîäÿùèÿ îòâîð íà àñïèðàòîðà
� Ïðèêðåïåòå óïëúòíèòåëíàòà ëåíòà Novastik 13 
êúì ñâðúçêàòà íà èçõîäÿùèÿ îòâîð 15 è 
ôèêñèðàéòå êúì ãîðíàòà ðàìêà, èçïîëçóâàéêè äâàòà 
ïàëåöà 24.
� Ïîñòàâåòå óäúëæàâàùàòà ÷àñò 14 êúì ñâðúçêàòà 
15.
� Ïîñòàâåòå ñâúðçâàùàòà òðúáà 29 ìåæäó äâàòà 
èçïóñêàòåëíè îòâîðà.

BG 8



9

Ìîíòàæ íà êîìèíà  Ìîíòàæ íà êîðïóñà íà àïñèðàòîðà

- Ïîñòàâåòå ãîðíèÿ êîìèí è ãî ôèêñèðàéòå â ãîðíàòà ìó 
÷àñò êúì ðàìêàòà, èçïîëçóâàéêè äîñòàâåíèòå 4 âèíòà 
12ñ ( 2,9 õ 9,5 ) îò îêîìïëåêòîâêàòà.

Ôèëòðèðàùà âåðñèÿ

- Óâåðåòå ñå,  ÷å èçõîäÿùèÿò îòâîð íà óäúëæåíèåòî íà 
ñâðúçêàòà íà âúçäóõîâîäà 15å ïîñòàâåíà ïðàâèëíî, òàêà 
÷å ðåøåòêàòà íà èçõîäÿùèÿ îòâîð ñúâïàäà ñ òàçè íà 
êîìèíà.
- Àêî ðåøåòêèòå íà äâåòå ÷àñòè íå ñúâïàäàò, ùå áúäå 
íåîáõîäèìî äà îòñòðàíèòå êîìèíà è äà ðåãóëèðàòå 
ïîëîæåíèåòî íà ñâðúçêàòà 15 è íàêðàÿ äà ñãëîáèòå 
îòíîâî ÷àñòèòå, ñëåäâàéêè ïðåäèøíèòå èíñòðóêöèè.

Ïðåäè äà ìîíòèðàòå êîðïóñà íà àñïèðàòîðà êúì 
ðàìêàòà :
- Çàâèòå 2 âèíòà 12f äî ïîëîâèíàòà â îòâîðèòå, 
îñèãóðåíè îòäîëó íà ðàìêàòà.
- Îòâîðåòå àñïèðèðàùèÿ ïàíåë ÷ðåç çàâúðòàíå íà 
ñïåöèàëíîòî êîï÷å.
- Ðàçêà÷åòå ïàíåëà îò êîðïóñà íà àñïèðàòîðà, ÷ðåç 
ïëúçãàíå íà ëîñò÷åòî íà ôèêñèðàùîòî ñòúáëî. 
- Ìàõíåòå ìåòàëíèòå ôèëòðè îò êîðïóñà íà àñïèðàòîðà.
- Ìàõíåòå ôèëòðèòå îò àêòèâåí âúãëåí.
- Ïîâäèãíåòå êîðïóñà íà àñïèðàòîðà è âêàðàéòå 
âèíòîâåòå 12f â ñëîòîâåòå (À) äî êðàé.
- Îòäîëó, ôèêñèðàéòå êîðïóñà íà àñïèðàòîðà êúì 
ðàìêàòà (Â) èçïîëçâàéêè 4 âèíòà 12q è 4 øàéáè 22, ñëåä 
òîâà çàòåãíåòå âñè÷êè âèíòîâå.

                          

ÅËÅÊÒÐÈ×ÅÑÊÎ ÑÂÚÐÇÂÀÍÅ

� Ñâúðæåòå àñïèðàòîðà êúì åë. ìðåæà, êàòî ïîñòàâèòå 
äîïúëíèòåëíî áèìåòàëåí ïðåêúñâà÷ ñ ìèíèìàëåí îòâîð 
íà êîíòàêòèòå 3 ìì.
� Èçòåãëåòå ïðåäíèÿ ïàíåë /Êîìôîðò ïàíåëà/, çà äà ãî 
îòâîðèòå, óâåðÿâàéêè ñå, ÷å çàõðàíâàùèÿò êàáåë å 
ïðàâèëíî âêàðàí â êëåìàòà íà çàñìóêâàùîòî 
óñòðîéñòâî.
� Ñâúðæåòå êîíåêòîðèòå.
� Ìîíòèðàéòå ôèëòúðà àêòèâåí âúãëåí â ñëó÷àé, ÷å 
àñïèðàòîðúò ùå ñå èçïîëçóâà âúâ ôèëòðèðàùà âåðñèÿ..
� Ïîñòàâåòå îáðàòíî ìåòàëíèÿ ôèëòúð è óñïåøíî 
çàòâîðåòå àñïèðèðàùèÿ ïàíåë.

BG 9



10

Áóòîí Ôóíêöèÿ Äèñïëåé
A Âêëþ÷âà è èçêëþ÷âà ìîòîðà íà ïúðâà  ñêîðîñò Ïîêàçâà èçáðàíàòà ñêîðîñò
Â Íàìàëÿâà ñêîðîñòòà íà àñïèðàöèÿ Ïîêàçâà èçáðàíàòà ñêîðîñò
Ñ Óâåëè÷àâà ñêîðîñòòà íà àñïèðàöèÿ Ïîêàçâà èçáðàíàòà ñêîðîñò
D Àêòèâèðà èíòåíçèâíà ñêîðîñò îò âñÿêàêâà äðóãà 

ïðåäâàðèòåëíî èçáðàíà ñêîðîñò, âêëþ÷èòåëíî è 
ïðè èçêëþ÷åí ìîòîð. Òàçè ñêîðîñò å ñ 
âðåìåòðàåíå 10 ìèíóòè, ñëåä êîåòî ñèñòåìàòà 
ñå âðúùà àâòîìàòè÷íî êúì ïîñëåäíàòà èçáðàíà 
ñêîðîñò. Òàçè ôóíêöèÿ å ïîäõîäÿùà ïðè ãîòâåíå 
ñ íàé-ãîëÿìî îòäåëÿíå íà èçïàðåíèÿ è ìèðèçìè.
--------------------------------------------------------------------
Íàòèñíåòå è çàäðúæòå áóòîíà çà ïðèáë. 5 
ñåêóíäè, ïðè èçêëþ÷åí ìîòîð è îñâåòëåíèå, çà 
äà àêòèâèðàòå èëè äåàêòèâèðàòå àëàðìàòà, 
ïðåäóïðåæäàâàùà çà çàìúðñÿâàíå íà ôèëòúðà 

Ïîêàçâà HI è îñòàâàùîòî âðåìå íà 
âñÿêà ñåêóíäà

---------------------------------------------------

FC + òî÷êà (2 ìèãàíèÿ) – àëàðìàòà å 
âêëþ÷åíà
FC – òî÷êà (1 ìèãàíå) – àëàðìàòà å 

Å Âêëþ÷âà ôóíêöèÿ 24H 
Âêëþ÷âà ìîòîðà íà ïúðâà ñêîðîñò è ðàáîòè â 
òå÷åíèå íà 10 ìèíóòè íà âñåêè ÷àñ.

--------------------------------------------------------------------
Êîãàòî àëàðìàòà çà ôèëòðèòå ñå çàäåéñòâà, òÿ 
ìîæå äà ñå âúðíå â èçõîäíî ïîëîæåíèå ÷ðåç 
íàòèñêàíå è çàäúðæàíå íà òîçè áóòîí çà ïðèáë. 3 
ñåêóíäè.
Òåçè èíäèêàöèè ñà âèäèìè ñàìî, êîãàòî ìîòîðúò 
å èçêëþ÷åí.

Ïîêàçâà öèôðàòà 24, à òî÷êàòà äîëó â 
äÿñíî ìèãà, äîêàòî ìîòîðúò å âêëþ÷åí.
Ïðè íàòèñêàíå íà áóòîíà ôóíêöèÿòà ñå 
äåàêòèâèðà.

-----------------------------------------------------
Ñèìâîëúò FF ïðåìèãâà òðèêðàòíî.

Êîãàòî ïðîöåäóðàòà ñå ïðåêðàòè, 
ïðåäèøíèòå ïîêàçàíè èíäèêàöèè 
èç÷åçâàò.
FG – ïîêàçâà íåîáõîäèìîñòòà îò 
èçìèâàíå íà ìåòàëíèòå ôèëòðè çà 
ìàçíèíè. Àëàðìàòà ñå çàäåéñòâà ñëåä 
100 ðàáîòíè ÷àñà.
FÑ – ïîêàçâà  íåîáõîäèìîñòòà îò ñìÿíà 
íà ôèëòðèòå àêòèâåí âúãëåí è èò 
èçìèâàíå íà ìåòàëíèòå ôèëòðè çà 
ìàçíèíè. Àëàðàìàòà ñå çàäåéñòâà ñëåä 
200 ðàáîòíè ÷àñà.

F ×ðåç íàòèñêàíå íà òîçè áóòîí å âúçìîæíî äà ñå 
íàñòðîè   àâòîìàòè÷íî èçêëþ÷âàíå íà óðåäà 
ñëåä  30 ìèíóòè. Òàçè ôóíêöèÿ å ïîäõîäÿùà çà 
ïúëíî îòñòðàíÿâàíå íà îñòàòú÷íè ìèðèçìè. Òÿ 
ìîæå äà ñå àêòèâèðà îò âñÿêî ïîëîæåíèå è äà ñå 
äåàêòèâèðà ÷ðåç ïîâòîðíî íàòèñêàíå íà áóòîíà 
èëè ÷ðåç èçêëþ÷âàíå íà ìîòîðà.
--------------------------------------------------------------------
Íàòèñíåòå è çàäðúæòå áóòîíà çà ïðèáëèçèòåëíî 
5 ñåêóíäè ïðè èçêëþ÷åí ìîòîð è îñâåòëåíèå, çà 
äà àêòèâèðàòå è äåàêòèâðàòå äèñòàíöèîííîòî 
óïðàâëåíèå

Äèñïëåÿò ïîêàçâà ðàáîòíàòà ñêîðîñò, à 
òî÷êàòà â äîëíàòà äÿñíà ÷àñò íà 
äèñïëåÿ ìèãà âåäíúæ íà âñÿêà ñåêóíäà.

---------------------------------------------------------
IR + òî÷êà  (2 ïðåìèãâàíèÿ) – 
àêòèâèðàíå
IR + òî÷êà (1 ïðåìèãâàíå) - 
äåàêòèâèðàíå

G Âêëþ÷âà è èçêëþ÷âà îñâåòëåíèåòî íà 
ìàêñèìàëåí êàïàçèòåò (çà ìîäåëà CUBIA Gloss).

Í Âêëþ÷âà è èçêëþ÷âà õàëîãåííîòî îñâåòëåíèå 
ïðè íàìàëåí èíòåíçèòåò.

ÓÏÎÒÐÅÁÀ

Êîíòðîë ïàíåë
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ÏÎÄÄÐÚÆÊÀ

ÄÈÑÒÀÍÖÈÎÍÍÎ ÓÏÐÀÂËÅÍÈÅ ( ïî æåëàíèå )

Óðåäúò ìîæå äà ñå êîíòðîëèðà ïîñðåäñòâîì 
äèñòàíöèîííî óïðàâëåíèå, çàõðàíâàíî îò 
âúãëåðîäíî-öèíêîâè àëêàëíè áàòåðèè îò ñòàíäàðòåí 
òèï LR03-AAA.
- Íå ïîñòàâÿéòå äèñòàíöèîííîòî óïðàâëåíèå â 
áëèçîñò äî òîïëèííè èçòî÷íèöè
- Èçïîëçóâàíèòå áàòåðèè òðÿáâà äà ñå îáåçâðåäÿò 
ïî ïîäõîäÿù íà÷èí.

Ïî÷èñòâàíå íà  Êîìôîðò ïàíåëè 

- Èçòåãëåòå Êîìôîðò ïàíåëà, çà äà ãî îòâîðèòå.
- Ðàçêà÷åòå ïàíåëà îò êîðïóñà íà àñïèðàòîðà ÷ðåç 
ïëúçãàíå íà ïàëåöà íà ôèêñèðàùîòî ñòåáëî.
- Êîìôîðò ïàíåëúò íå òðÿáâà íèêîãà äà ñå èçìèâà â 
ñúäîìèÿëíà.
- Ïî÷èñòåòå îòâúí, èçïîëçóâàéêè íàâëàæíåíà òúêàí 
è íåóòðàëåí òå÷åí èçìèâàù ïðåïàðàò.
- Ïî÷èñòåòå îòâúòðå ñúùî, èçïîëçóâàéêè 
íàâëàæíåíà òúêàí è íåóòðàëåí òå÷åí èçìèâàù 
ïðåïàðàò; íå èçïîëçóâàéòå ìîêðà òúêàí èëè ãúáè, 
èëè ñòðóÿ âîäà; íå èçïîëçóâàéòå àáðàçèâíè 
ñóáñòàíöèè.
- Êîãàòî ïðèêëþ÷èòå ñ ãîðíàòà îïåðàöèÿ çàêà÷åòå 
ïàíåëà îáðàòíî â êîðïóñà íà àñïèðàòîðà è ãî 
çàòâîðåòå ÷ðåç çàâúðòàíå íà ïàëåöà â îáðàòíà 
ïîñîêà.
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Ìåòàëíî-êàñåòú÷íè ôèëòðè çà çàäúðæàíå íà ìàçíèíè

Ôèëòðèòå ìîãàò äà ñå èçìèâàò â ñúäîìèÿëíà. Òå òðÿáâà 
äà ñå ïî÷èñòâàò, êîãàòî ñèìâîëúò F6 ñå ïîÿâè íà äèñïëåÿ 
èëè âúâ âñåêè ñëó÷àé íà âñåêè äâà ìåñåöà èëè äîðè ïî-
÷åñòî â ñëó÷àé íà îñîáåíî èíòåíçèâíî èçïîëçóâàíå íà 
àñïèðàòîðà.

Âúçñòàíîâÿâàíå íà àëàðìàòà çà íàñèùàíå íà ôèëòúðà 

- Èçêëþ÷åòå àñïèðàòîðà è îñâåòëåíèåòî. Àêî å áèëà 
àêòèâèðàíà 24-÷àñîâàòà ôóíêöèÿ, òî òÿ òðÿáâà äà ñå 
àêòèâèðà.
- Íàòèñíåòå áóòîíà Å äîêàòî äèñïëåÿ óãàñíå. 

Ïî÷èñòâàíå íà ôèëòðèòå

- Èçòåãëåòå êîìôîðò ïàíåëèòå, çà äà ãè îòâîðèòå.
- Èçâàäåòå ôèëòðèòå åäèí ïî åäèí, íàòèñêàéêè ãè êúì 
çàäàíàòà ñòðàíà íà àñïèðàòîðà è åäíîâðåìåííî ãè 
òåãëåòå íàäîëó.
- Òðÿáâà äà ñå èçáÿãâà âñÿêàêâî îãúâàíå íà ôèëòðèòå ïî 
âðåìå íà ïðîöåñà íà òÿõíîòî èçìèâàíå. Ïðåäè äà ãè 
ìîíòèðàòå îòíîâî â àñïèðàòîðà ñå óâåðåòå, ÷å òå ñà 
íàïúëíî ñóõè.  ( öâåòúò íà ïîâúðõíîñòòà íà ôèëòúðà ìîæå 
äà ñå ïðîìåíè ñ òå÷åíèå íà âðåìåòî, íî òîâà íÿìà 
íèêàêâî âëèÿíèå âúðõó åôåêòèâíîñòòà ìó.)
- Êîãàòî ìîíòèðàòå ôèëòðèòå â àñïèðàòîðà ìîëÿ îáúðíåòå 
âíèìàíèå, ÷å òå ñà ìîíòèðàíè â ïðàâèëíî ïîëîæåíèå ñ 
ðú÷êà, âèæäàùà ñå îòâúí.
- Çàòâîðåòå êîìôîðò ïàíåëà.
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ÏÎÄÌßÍÀ ÍÀ ÔÈËÒÚÐÀ ÎÒ ÀÊÒÈÂÅÍ ÂÚÃËÅÍ
Âúçñòàíîâÿâàíå íà àëàðìàòà çà íàñèùàíå íà ôèëòúðà 

- Èçêëþ÷åòå àñïèðàòîðà è îñâåòëåíèåòî. Àêî å áèëà 
àêòèâèðàíà 24-÷àñîâàòà ôóíêöèÿ, òî òÿ òðÿáâà äà ñå àêòèâèðà.
- Íàòèñíåòå áóòîíà Å äîêàòî äèñïëåÿ óãàñíå. 

Ïîäìÿíà íà ôèëòúðà àêòèâåí âúãëåí

- Èçòåãëåòå êîìôîðò ïàíåëèòå, çà äà ãè îòâîðèòå.
- Èçâàäåòå ìåòàëíèòå ôèëòðè çà ìàçíèíè.
- Èçâàäåòå íàñèòåíèÿ ôèëòúð àêòèâåí âúãëåí êàòî îñâîáîäèòå 
ôèêñèðàùèòå ïàëöè.
- Ïîñòàâåòå íîâèÿ ôèëòúð è ãî çàòåãíåòå â íåãîâàòà ïðàâèëíà 
ïîçèöèÿ.
- Ïîñòàâåòå ìåòàëíèòå ôèëòðè çà ìàçíèíè â òåõíèòå ãíåçäà.
- Çàòâîðåòå êîìôîðò-ïàíåëèòå.

- Òîçè ôèëòúð íå ìîæå äà ñå èçìèâà èëè ðåãåíåðèðà. Òðÿáâà äà áúäå ñìåíåí, êîãàòî 
èíäèêàöèÿòà EC ñå ïîÿâè íà äèñïëåÿ èëè ïîíå âåäíúæ íà âñåêè 4 ìåñåöà.

Àêòèâèðàíå íà àëàðìåíèÿ ñèãíàë

- Ïðè àñïèðàòîðè, ìîíòèðàíè âúâ ôèëòðèðàùà âåðñèÿ, àëàðìàòà çà ñèãíàëèçèðàíå çà 
çàìúðñåíè ôèëòðè òðÿáâà äà ñå àêòèâèðà ïðè ìîíòàæà íà àñïèðàòîðà èëè íà ïî-êúñåí 
åòàï.

- Èçêëþ÷åòå îñâåòëåíèåòî è ìîòîðà íà àñïèðàòîðà.
- Íàòèñíåòå áóòîíà D è ãî çàäðúæòå çà ïðèáëèçèòåëíî 5 ñåêóíäè:
- Ñèìâîëúò FC+òî÷êà ïðåìèãâà äâóêðàòíî, àëàðìàòà çà çàìúðñåíè ôèëòðè àêòèâåí âúãëåí 

å ÀÊÒÈÂÈÐÀÍÀ
- Ñèìâîëúò FC+òî÷êà ïðåìèãâà åäíîêðàòíî, àëàðìàòà çà çàìúðñåíè ôèëòðè àêòèâåí âúãëåí 

å ÄÅÀÊÒÈÂÈÐÀÍÀ   
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PREPORUKE I SAVETI

    Instrukcije za upotrebu se odnose na nekoliko modela ovog ureðaja. 
Prema tome, možete naiæi na opise pojedinih karakteristika koje se ne 
odnose na Vaš specifièan ureðaj.

MONTIRANJE

� Proizvoðaè se neæe smatrati odgovornim za bilo kakvu štetu 
nastalu kao posledica nepravilnog ili netaènog montiranja ureðaja. 

� Minimalno bezbedno rastojanje izmeðu vrha šporeta i aspiratora 
treba da je 650 mm (kod nekih modela se može montirati na manjoj 
visini, molimo Vas da obratite pažnju na odeljke o radnim 
dimenzijama i montiranju.)

� Proverite da li napon u Vašem prostoru odgovara naponu 
naznaèenom na tablici sa podacima, a koji je se nalazi unutar 
aspiratora.

� Za I klasu kuænih aparata, proverite da li kuæno snabdevanje el. 
energijom garantuje adekvatno uzemljenje.

� Povežite aspirator sa ispusnim dimnjakom pomoæu cevi 
minimalnog preènika 120 mm. Dužina cevi mora biti što je moguæe 
kraæa. 

� Nemojte povezivati aspirator na odvodne cevi koje su nosioci 
dimnih isparenja (bojleri, kamini itd.)

� Ako se aspirator koristi u kombinaciji sa neelektriènim ureðajima 
(na primer ureðajima na plin) u prostoriji mora biti obezbeðen 
odreðeni stepen provetrenosti kako bi se spreèilo vraæanje 
izduvnog gasa. Kuhinja mora posedovati otvor koji direktno 
komunicira sa otvorenim vazduhom kako bi se zagarantovao ulaz 
èistog vazduha

UPOTREBA

� Aspirator je ekskluzivno kreiran za kuænu upotrebu, kako bi se 
eliminisali kuhinjski mirisi.

� Nikada nemojte koristiti aspirator u druge svrhe osim u one za koje 
je konstruisan.

� Nikada ne ostavljajte otvoren plamen ispod aspiratora dok 
aspirator radi.

� Podesite intenzitet plamena tako da ide samo ispod suda i 
proverite da ne kruži sa strane.

� Rad friteze tokom upotrebe mora biti strogo nadgledan: 
pregrejano ulje može dovesti do eksplozije.

� Nemojte flambirati ispod aspiratora (rizik od vatre).
� Ovaj ureðaj nije namenjen osobama (ukljuèujuæi i decu) sa 

smanjenom psihièkom, senzornom ili mentalnom sposobnošæu ili 
nedostatkom iskustva u poznavanju ureðaja, osim ako im nisu 
date instrukcije kako da koriste ureðaj ili ako ih nadgleda lice 
odgovorno za njihovu bezbednost. 

� Deca moraju biti nadgledana kako se ne bi igrala sa ureðajem.
� OPREZ: Dostupni delovi mogu postati vruæi ukoliko se koriste sa 

kuhinjskim ureðajima.

!
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ODRŽAVANJE:

� Iskljuèite aparat ili izvucite gajtan iz štekera pre obavljanja bilo kakvog posla u vezi sa 
održavanjem ureðaja. 

� Oèistite i/ ili zamenite Filtere nakon nazanaèenog vremena (Opasnost od požara).
� Oèistite aspirator vlažnom krpom i neutralnim teènim deterdžentom. 

KARAKTERISTIKE

DIMENZIJE
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Ref. Q.ty.   Komponente proizvoda

1     1 Telo aspiratora, kompletno sa: Kontrolama, Svetlima, Ventilatorom, Filterima
2       1 Gornji dimnjak
7.1    1 Teleskopski okvir zajedno sa ekstraktorom, sastavljenim od:
7.1a. 1 Gornji okvir 
7.1b  1 Donji okvir
9.      1 Reduktor bandaže  ø 150-120 mm
13     1 Zaptivka (zaptivaè)
14     1 Deo za proširenje vazdušnog ispusta aspiratora 
15     1 Konektor za izlaz vazduha
25       2  Cevne spojnice (nisu ukljuèene u paket)
26     1 Prièvrsni deo gornjeg dimnjaka
29     1  Prikljuèak za cev vazdušnog ispusta

Ref. Kol.   Komponente za montiranje

11      4       Zidni tiplovi ø 10
12c   4       Šrafovi 2,9 x 9,5
12f    2       Šrafovi M6 x 15
12g   4       Šrafovi M6 x 80
12h   4       Šrafovi 5,2 x 70
12q   4       Šrafovi 3,5 x 9,5
21     1       Šablon za bušenje
22     8       Podloške unutrašnjeg preènika 6.4 mm 
23     4       M6 navrtke
24     2       Prièvrsni dugmiæi za deo konekcije vazdušnog ispusta 

Kol.   Dokumentacija
 
  1      Uputstvo za upotrebu
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MONTAŽA

Bušenje plafona/ nosaèa i prièvršæivanje fiksirajuæeg rama

BUŠENJE PLAFONA/ NOSAÈA

- Koristite vertikalnu liniju kako biste obeležili centar ploèe na plafonu/ pomoænom nosaèu. 

- Postavite šablon za bušenje 21 na plafon/ potporni nosaè, vodeæi raèuna da šablon bude u ispravnom 

položaju, centrirajuæi osovinu šablona sa onim na ploèi.  

- Obeležite centre rupa na šablonu.

- Izbušite rupe na naznaèenim taèkama:

� Za betonske tavanice, izbušite rupe tako da odgovaraju odgovarajuæoj velièini zavrtnja.

� Kod plafona od šuplje opeke, debljine zida od 20mm: bušilica Ø 10 mm (odmah ubacite Tiplove 

11, koji se nalaze u pakovanju.)

� Kod drvenih plafonskih greda, bušite prema drvenim šrafovima koje koristite.

� Kod drvenih tavanica, bušite Ø 7 mm.

� Za kabal napajanja el. energijom, bušilica Ø 10 mm.

� Za vazdušni izlaz (cevna verzija), bušite prema preèniku prikljuèka spoljašnjeg izduvnog izlaza 

cevi. 

- Ubacite dva šrafa odgovarajuæeg tipa, ukrštajuæi ih i ostavljajuæi ih na 4-5 mm od plafona:
� Kod betonskih tavanica, koristite odgovarajuæe prikljuèke velièine šrafa (nisu ukljuèeni u 

pakovanje).
� Kod šupljih plafona, koji imaju unutrašnji prostor, debljine zida od oko 20mm, koristite šrafove 

12, koji su u pakovanju.
� Za plafonske drvene tavanice, koristite 4 drvena šrafa (nisu ukljuèeni u pakovanje.)
� Za drvenu tavanicu, koristite 4 drvena šrafa 12g sa podlošcima 22 i navrtnjima 23, koji se 

nalaze u pakovanju. 
�
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MONTIRANJE OKVIRA

Ukoliko želite da podesite visinu okvira, postupite prema 
sledeæem:

- Odšrafite metrièke šrafove koji prièvršæuju dve kolone a nalaze 
se sa strana okvira.
- Podesite okvir na zahtevanu visinu a potom zamenite  sve 
šrafove koji su uklonjeni kao na slici.
- Prièvrstite Prièvrsni deo gornjeg dimnjaka 26 na viseæu opremu 
upotrebom 2 šrafa 12 w (M3x 8).
- Podignite okvir, prièvrstite do kraja otvore okvira na rupe za 
šrafove. 
- Prièvrstite dva šrafa i prièvrstite druga dva šrafa, koji su u 
pakovanju sa dimnjakom; Pre no što potpuno zašrafite  šrafove, 
moguæe je podesiti ram tako što æete ga okrenuti. Vodite raèuna da 
šrafovi ne izlaze sa svog mesta u prorezima rupa. 
- Sada je moguæe postaviti i prièvrstiti 4 bezbedonosna šrafa. 

Postupite na sledeæi naèin:
� Buðite plafon sa buðilicom ¸ 10 mm uzimajuãi kao 

referentne rupe sa boènih delova gornjeg prièvrsnog 
dela dimnjaka. 

� Umetnite 4 klipa (obezbeðeni).
� Umetnite podloške (obezbeðene) na šrafove i

zategnite šrafove.
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Prikljuèivanje na vazdušni ispust kod cevne verzije 
sistema 

Kada montirate cevnu verziju poveþite aspirator sa 
dimnjakom koristeãi fleksibilne ili krute cevi ¸ 150 ili 120 mm, 
izbor je prepuðten instalateru.
- Da biste montirali konektor za vazdušni ispust  ø 

120mm, ubacite reduktor bandaže 9, na ispusni 
otvor dimnjaka. 

- Fiksirajte cevi pomoæu stezaljke 25 (nije 
obezbeðena u paketu)

- Uklonite sve filtere sa aktivnim ugljem. 

Verzija sa recirkulacionim vazdušnim ispusnim otvorom

- Umetnite reduktor bandaže 9 na vazdušni ispust 
aspiratora. Prièvrstite adhezivnu Novastik zaptivku 
(zaptivaè) 13 na Konektor za izlaz vazduha 15 i 
prièvrstite ga na gornji okvir pomoæu 2 dugmiæa 24.

- Prièvrstite deo za proširenje vazdušnog ispusta 
aspiratora 14 na Konektor za izlaz vazduha 15.

- Postavite prikljuèak za cev vazdušnog ispusta 29 
izmeðu dva ispusta. 
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Montiranje dimnjaka

Pozicionirajte gornji dimnjak i prièvrstite gornji deo na okvir 
upotrebom 2 obezbeðena šrafa 12c (2,9 x 6,5).

Recirkulaciona verzija

 Potrebno je da vodite raèuna da je konektor za izlaz vazduha 15 
ispravno postavljen , tako da rešetka za odvod vazduha u njemu 
odgovara onoj u dimnjaku.
 Ako rešetke ova dva dela ne odgovaraju jedna drugoj, biæe potrebno 
uklanjanje dimnjaka kako bi se podesio položaj konektora za izlaz 
vazduha 15 i na kraju da se svi montažni delovi ponovo sklope prema 
prethodnim naznakama. 

Pre no što fiksirate aspirator na okvir:
Zavrnite do pola dva šrafa 12f u predviðene rupe, koje se nalaze na 
donjim stranama okvira.
Otvorite usisne panele okretanjem odreðenog dugmeta.
Odvojite ploèu od nadstrešnice aspiratora klizanjem fiksirajuæeg klina 
poluge.
Uklonite filtere protiv zamašæenosti iz aspiratora.
Uklonite sve moguæe filtere sa aktivnim ugljem.
Podignite nastrešnicu aspiratora i postavite šrafove 12f u otvore (A) 
što je moguæe dublje.
Radeæi od dole, prièvrstite nastrešnicu apsiratora na okvir (B), 
kloristeæi 4 šrafa 12q i 4 podloške 22, koji su obezbeðeni, i potom 
zavrnite sve šrafove. 

ELEKTRIÈNO POVEZIVANJE

� Povežite aspirator na elektriènu mrežu posredstvom 
umetanja dvopolnog prekidaèa sa kontaktnim 
rastojanjem od najmanje 3 mm. 

� Povucite komforni panel da biste ga otvorili, proverite 
da li je prikljuèak dovodnog kabla pravilno umetnut u 
utiènicu Usisnog ureðaja. 

� Povežite prikljuèke.
� Montirajte mirisne filtere i ugljene filter u sluèaju da æe 

seaspirator  koristiti u recikliranoj verziji.
� Ponovo montirajte filtere protiv zamašæenosti, i 

sukcesivno usisnuploèu.
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KOMANDNA TABLA   

Taster Funkcija Displej

A Ukljuèuje i iskljuèuje usisni motor na prvoj brzini. Prikazuje podešenu brzinu

B Smanjuje radnu brzinu Prikazuje podešenu brzinu

C Poveãava radnu brzinu Prikazuje podešenu brzinu

D Aktivira brzinu intenzivniju od bilo koje druge brzine, 
ukljuèujuãi iskljuèivanje motora. Ova brzina se moðe 
podesiti da radi 10 minuta nakon èega se èitav sistem 
vraãa na prethodno podešenu brzinu. Podesno za 
korišãenje pri maksimalnom stepenu kuhinjskih 
isparenja. 

--------------------------------------------------------------------------
Pritisnite i držite taster otprilike 5 sekundi, pri èemu su 
sva optereãenja iskljuèena (motor i svetla) kako bi ste 
ukljuèili i iskljuèili alarm filtera sa aktivnim ugljem, 

Prikazuje HI i preostalo vreme. 

-----------------------------------------------------------------------
FC+ Punto (2 bleska)- ukljuèen alarm
FC+ Punto (1 blesak)- iskljuèen alarm

E Funkcija 24 èasa
Ukljuèuje usisni motor na prvoj brzini i deluje po 10 
minuta na svakih sat vremena ekstrakcije.

--------------------------------------------------------------------------
Kada je alarm filtera aktiviran, alarm se može resetovati 
pritiskom i držanjem ovog tastera, oko otprilike 3 
sekunde.
Ovi pokazatelji su vidljivi samo kada je motor iskljuèen. 

Prikazuje 24 i taèka na dnu sdesna, trešãe jednom 
svake sekunde, dok motor radi. 

-------------------------------------------------------------------------
Onesposobljava se pritiskom na taster.
FF svetli tri puta.
Kada je procedura gotova, prethodno prikazan 
pokazatelj se gasi: 
FG prikazuje neophodnost pranja metalnih masnih 
filtera. Alarm se aktivira nakon što je aspirator radio 
100 sati.
FC prikazuje neophodnost zamene filtera sa aktivnim 
ugljem, kao i da operu metalnih masnih filtera. Alarm 
se aktivira nakon što je aspirator radio 200 radnih sati. 

F Funkcija odlaganja
Aktivira automatsko iskljuèivanje sa 30 minuta 

Prikazuje brzinu rada i taèka na dnu zdesna svetli 
jednom u sekundi.

Pritisnite i držite taster otprilike 5 sekundi, sva 
optereãenja su iskljuèena (Motor i svetla), daljinskim 

IR+ Punto (2 svetla)- Ukljuèen alarm
IR+ Punto (1 svetlo)- Iskljuèen alarm

G Pri maksimalnoj jaèini, ukljuèuje i iskljuèuje svetlo.

H Ukljuèuje i iskljuèuje pomoãno osvetljenje. 
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ODRŽAVANJE

Daljinski upravljaè (opciono)
Ureðaj se može kontrolisati pomoæu daljinskog upravljaèa snage 
od 1, 5 V ugljen- cink  alkalnih baterija standardnog LR03- AAA 
tipa (nisu u paketu). 

� Ne stavljajte daljinski upravljaè blizu izvora toplote. 
� Potrošene baterije se moraju odložiti na isparavan 

naèin. 

Èišæenje ugodnih panela

� Povlaèenjem otvorite ugodne panele.
� Odvojite ploèu od nadstrešnice aspiratora pomerajuæi 

prièvršæeni èavliæ poluge, koji je obezbeðen
� Ugodni panel se nikada ne sme prati u mašini za 

posuðe.
� Oèistite spoljašnjost vlažnom krpom i neutralnim 

deterdžentom.
� Oèistite unutrašnjost vlažnom krpom i neutralnim 

deterdžentom; nemojte koristiti mokre krpe i sunðere 
ili isparenja na paru: nemojte koristiti abrazivne 
supstance. 

Kada završite sa ovim postupkom, okaèite ponovo ploèu na 
nadstrešnicu aspiratora i zatvorite je okretanjem dugmeta u 
suprotnom smeru

SR 22



12

Metalni filteri protiv masnoæe

Mogu da se operu u mašini za pranje posuða i treba ih èistiti kad god se 
znak FG pojavi na displeju ili barem jednom u svaka dva meseca rada ili 
èešæe, posebno kod aktivnije upotrebe.

Resetovanje signala alarma
Iskljuèite Svetla i Usisni motor, potom onesposobite funkciju 24h, 
ukoliko je ukljuèena.
Pritisnite taster E (pogledati odeljak u Upotrebi).

Èišæenje filtera 

� Otvorite ugodne panele povlaèenjem udubljenja.
� Uklonite filtere jedan po jedan, pritiskajuæi ih prema nazad i 

povucite ih na dole u istom trenutku.
� Operite filtere pazeæi da ih ne iskrivite. Neka se osuše pre no 

što ih ponovo postavite.(Ukoliko površina filtera vremenom 
menja boju, to neæe imati apsolutno nikakvog uticaja na 
efikasnost samog filtera.)

� Zamenite ih, vodeæi raèuna da je drška vidljiva spolja.
� Zatvorite ugodne panele. 
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ZAMENA FILTERA SA AKTIVNIM UGLJEM 

Resetovanje alarmnog signala 
� Iskljuèite Svetla i Usisni motor, potom onesposobite funkciju 24h, 

ukoliko je ukljuèena.
� Pritisnite taster E (pogledajte odeljak o Upotrebi).

Zamena filtera

� Otvorite ugodne panele povlaèenjem udubljenja.
� Uklonite metalne filtere protiv zamašæenosti.
� Uklonite zasiæene filtere sa aktivnim ugljem kao što je pokazano 

(A).
� Stavite nove filtere, kao što je pokazano (B).
� Zamenite metalne filtere protiv masnoæe. 
� Zatvorite ugodne panele  

Filteri sa aktivnim ugljem (recirkulaciona verzija)

� Ovi filteri ne mogu da se peru i nisu obnovljivi, moraju da se menjaju kada se simbol FC pojavi 
na displeju, ili barem jednom u 4 meseca. Signal alarma, ako je bio aktiviran, se pojavljuje samo 
kada je usisni motor ukljuèen.

Aktiviranje alarmnog signala 

� Kod recurkilacionih verzija aspiratora, Alarm zasiæenosti filtera se mora aktivirati tokom 
montiranja ili nešto kasnije.

� Iskljuèite Svetla i Usisni motor.
� Pritisnite D i držite ga pritisnutim otprilike 5 sekundi.
� Poruka FC+ Puntino zasija dva puta, A.C. Alarm zasiæenosti filtera je aktiviran.
� Poruka FC+ Puntino zasija jednom, A.C. Alarm zasiæenosti filtera je dezaktiviran.
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ÏÐÅÏÎÐÀÊÈ È ÏÐÅÄËÎÇÈ

ÌÎÍÒÈÐÀŒÅ

� Ïðîèçâåäóâà÷îò íå íîñè îäãîâîðíîñò çà øòåòà íàïðàâåíà îä 
íåïðàâèëíî è íåñîîäâåòíî ìîíòèðàœå.

� Ìèíèìàëíîòî áåçáåäíî ðàñòî¼àíèå ìåƒó ãîðíàòà ïîâðøèíà íà 
øïîðåòîò è àñïèðàòîðîò å 650 ìì (íåêîè ìîäåëè ìîæå äà ñå íàìåñòàò 
íà ïîíèñêà âèñèíà, ïîãëåäíåòå âî ïàðàãðàôèòå çà äèìåíçèè è 
ìîíòèðàœå).

� Ïðîâåðåòå äàëè íàïîíîò íà ñòðó¼àòà îäãîâàðà íà îíî¼ êî¼ å íàçíà÷åí íà 
ïëî÷àòà êî¼à å ôèêñèðàíà íà âíàòðåøíàòà ñòðàíà íà àñïèðàòîðîò.

� Çà óðåäèòå îä Êëàñà I, ïðîâåðåòå äàëè åëåêòðè÷íîòî ñíàáäóâàœå 
ãàðàíòèðà ñîîäâåòíî çàçåì¼óâàœå.

� Ïîâðçåòå ãî àñïèðàòîðîò ñî îäâîäîò ïðåêó öåâêà ñî ìèíèìóì äè¼àìåòàð 
îä 120 mm. Ïàòîò íà îäâîäîò ìîðà äà áèäå íà¼êðàòîê êîëêó øòî å ìîæíî. 

� Íå ïîâðçóâà¼òå ãî àñïèðàòîðîò ñî îäâîäíèîò äåë (öåâêà) êîè íîñàò 
ãàñîâè íà ñîãîðóâàœå (áî¼ëåðè, êàìèíè èòí.)

� Àêî àñïèðàòîðîò ñå êîðèñòè ñî íå-åëåêòðè÷íè àïàðàòè (ïð. Àïàðàòè íà 
ãàñ), ìîðà äà ñå îáåçáåäè äîâîëíî ïðîâåòðóâàœå âî ïðîñòîðè¼àòà çà äà 
ñå ñïðå÷è âðà�àœå íà èçäóâíèîò ãàñ. Âî êó¼íàòà ìîðà äà èìà ïðîçîðåö 
ïðåêó êî¼ ïîñòî¼àíî �å ñå âðøè ïðîâåòðóâàœå. Êîãà àñïèðàòîðîò ñå 
êîðèñòè ñî àïàðàòè êîè ñå ñíàáäóâààò ñî åíåðãè¼à êî¼à íå å åëåêòðè÷íà, 
íåãàòèâíèîò ïðèòèñîê âî ïðîñòîðè¼àòà íå ñìåå äà íàäìèíå 0,04 ìáàð äà 
ñå ñïðå÷àò ãàñîâèòå äà íå ñå ïîâðàòàò âî ïðîñòîðè¼àòà îä àñïèðàòîðîò. 

� Âî ñëó÷à¼ íà îøòåòóâàœå íà íàïî¼íèîò êàáåë, ìîðà äà ñå çàìåíè îä 
ñòðàíà íà ïðîèçâîäèòåëîò èëè îâëàñòåí ñåðâèñ çà äà íå äî¼äå äî ðèçèê 
îä îïàñíîñò

ÓÏÎÒÐÅÁÀ

� Àñïèðàòîðîò å äèçà¼íèðàí èñêëó÷èâî çà äîìàøíà óïîòðåáà çà äà ñå 
îòñòðàíàò êó¼íñêèòå ìèðèñè.

� Íèêîãàø íå óïîòðåáóâà¼òå ãî çà äðóãè öåëè îñâåí çà îíèå çà êîè å 
íàçíà÷åí.

� Íèêîãàø íå îñòàâà¼òå ãîëåì îòâîðåí ïëàìåí êîãà àñïèðàòîðîò 
ðàáîòè. 

� Ïðèëàãîäåòå ãî èíòåíçèòåòîò íà ïëàìåíîò äà áèäå ñàìî íà äíîòî íà 
òàâàòà è âíèìàâà¼òå äà íå ñå äâèæè ïî ñòðàíèòå. 

� Äëàáîêèòå òàâè ñî ìàñëî ìîðà ïîñòî¼àíî äà ãè íàášóäóâàòå äîäåêà 
ãè êîðèñòèòå: çàãðåàíîòî ìàñëî ìîæå ëåñíî äà èçáóâíå âî ïëàìåí.

� Íå ôëàìáèðà¼òå ïîä àñïèðàòîðîò; ðèçèê îä ïîæàð
� Àñïèðàòîðîò íå òðåáà äà ãî êîðèñòàò äåöà èëè ëóƒå ñî íàìàëåíè 

ôèçè÷êè, ìîòîðíè èëè ìåíòàëíè ñïîñîáíîñòè, èëè ëèöà êîè íåìààò 
èñêóñòâî îñâåí àêî íå ñå ïîä íàäçîð íà ëèöà êîè ñå îäãîâîðíè çà 
íèâíàòà áåçáåäíîñò. 

ÎÄÐÆÓÂÀŒÅ

� Èñêëó÷åòå ãî àïàðàòîò îä ñòðó¼à êîãà �å âðøèòå áèëî êàêâî   
îäðæóâàœå.

� Èñ÷èñòåòå è/èëè çàìåíåòå ãè Ôèëòðèòå ïî íåêî¼ îäðåäåí ïåðèîä. 
(îïàñíîñò îä ïîæàð).

�   Èñ÷èñòåòå ãî àñïèðàòîðîò ñî âëàæíà êðïà è íåóòðàëåí òå÷åí 
äåòåðãåíò.

,,,,,,,,,
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Êàðàêòåðèñòèêè
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Kîìïîíåíòè

? Êâò. Êîìïîíåíòè íà ïðîèçâîäîò

1 1 Òåëî íà àñïèðàòîðîò, êîìïëåòíî ñî: Êîíòðîëíè 
êîï÷èœà, Ñâåòëî, Ôèëòðè,  

2 1 Ãîðåí îŸàê

7.1 1 Òåëåñêîïñêà ðàìêà êîìïëåòíà ñî àñïèðàòîð,êî¼à ñå 
ñîñòîè:

7.1à 1 Ãîðíà ðàìêà

7.1b 1 Äîëíà ðàìêà

9 1 Ôëàíøà çà ðåäóöèðàœå  Ø150 – 120 mm

13 1 Äèõòóíã

14 1 Äîäàòåí åëåìåíò íà îäâîäîò çà âîçäóõ

15 1 Ïîâðçóâàœå íà îäâîäîò íà âîçäóõîò

25 2 Ñïî¼êè çà öåâêèòå (íå ñå äàäåíè)

26 1 Ôèêñèðà÷êè äåë íà ãîðíèîò îŸàê

29 1 Öåâêà çà ïîâðçóâàœå íà îäâîäîò çà âîçäóõ

? Êâò. Kîìïîíåíòè çà ìîíòèðàœåòî

11 4 ½èäíè ïðèêëó÷îöè  Ø 10

12ñ 4 Íàâðòêè 2,9 õ 9,5

12f 2 Íàâðòêè Ì6 õ  15

12g 4 Íàâðòêè Ì6 õ 80

12 h 4 Íàâðòêè 5,2 õ 70

12 q 4 Íàâðòêè 3,5 õ 9,5

12w 2 Íàâðòêè Ì3 õ 80

21 1 Øåìà çà äóï÷åœå

22 8 6.4 mm int. dia øà¼áíè Ø 6,4 ìì.  

23 4 Ì6 øðàôîâè

24 2 Ôèêñèðà÷êè êîï÷èœà çà äåëîò çà ïîâðçóâàœå íà 
îäâîäîò 

Êâò. Äîêóìåíòàöè¼à

1 ïðèðà÷íèê çà óïàòñòâî
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ÈÍÑÒÀËÀÖÈ£À
Äóï÷åœå âî òàâàíîò/ ïîëèöàòà è ôèêñèðàœå íà ðàìêàòà

ÄÓÏ×ÅŒÅ ÂÎ ÒÀÂÀÍÎÒ/ ÏÎËÈÖÀÒÀ 

- Êîðèñòåòå âèñîê äà ãî îáåëåæèòå öåíòàðîò îä ïëî÷àòà íà øïîðåòîò íà òàâàíîò/ ïîòïîðíàòà 
ïîëèöà.
- Ïîñòàâåòå ¼à øåìàòà íà äóï÷åœå 21 íà òàâàíîò/ ïîòïîðíàòà ïîëèöà, è âíèìàâà¼òå øåìàòà äà ¼à 
ïîñòàâèòå âî òî÷íà ïîçèöè¼à ñî èçðàìíóâàœå íà îñêèòå íà øåìàòà ñî îíèå íà ïëî÷àòà íà 
øïîðåòîò.
- Îáåëåæåòå ãè öåíòðèòå íà äóïêèòå íà øåìàòà.
- Èçäóï÷åòå ãè äóïêèòå âî îáåëåæàíèòå òî÷êè:

- Çà áåòîíñêè òàâàíè, íàïðàâåòå äóïêè ñîîäâåòíè çà ãîëåìèíàòà íà íàâðòêàòà.
- Çà òàâàí ñî øóïëèâè òóëè ñî äåáåëèíà íà ¾èäîò îä 20 mm: èçäóï÷åòå Ø 10 mm (âåäíàø âíåñåòå 
êëèíîâè çà äðâî 11 êîè ñå äàäåíè).
- Çà òàâàí ñî äðâåíè ãðåäè, èçäóï÷åòå ñïîðåä äðâåíèòå íàâðòêè êîè ñå óïîòðåáåíè.
- Çà äðâåíè ïîëèöè, èçäóï÷åòå Ø 7 mm.
- Çà êàáåëîò çà íàïî¼óâàœå íà ñòðó¼à, èçäóï÷åòå Ø 10 mm.
- Çà âîçäóøíèîò èçëåç (âåðçè¼à ñî öåâêè), èçäóï÷åòå ñïîðåä äè¼àìåòàðîò íà íàäâîðåøíîòî 
ïîâðçóâàœå íà öåâêàòà çà èçäóâóâàœå íà âîçäóõîò.
- Âíåñåòå ãè äâåòå íàâðòêè îä ñëåäíèîò âèä, âêðñòåòå ãè è îñòàâåòå 4-5 mm îä òàâàíîò:
- Çà áåòîíñêè òàâàíè, êîðèñòåòå ñîîäâåòíè îòâîðè çà ãîëåìèíàòà íà íàâðòêàòà (íå ñå äàäåíè).
- Çà  øóïëèâè òàâàíè ñî âíàòðåøåí ïðîñòîð, ñî äåáåëèíà íà ¾èäîò îä îêîëó 20 mm, íàâðòêè 12h, 
äàäåíè.
- Çà òàâàíè ñî äðâåíè ãðåäè, êîðèñòåòå 4 íàâðòêè çà äðâî(íå ñå äàäåíè).
- Çà äðâåíè ïîëèöè, êîðèñòåòå 4 íàâðòêè 12g ñî øà¼áíè 22 è øòðàôîâè 23, äàäåíè.
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Ôèêñèðàœå íà ðàìêàòà 

Àêî å ïîòðåáíî äà ¼à ïðèëàãîäèòå âèñèíàòà íà ðàìêàòà, 
ïîñòàïåòå íà ñëåäíèîò íà÷èí:
- Îäâðòåòå ãè ìåòðè÷êèòå íàâðòêè êîè ãè ñïî¼óâààò äâàòà ñòîëáà 
íà ñòðàíàòà íà ðàìêàòà.
- Ïðèëàãîäåòå ¼à ðàìêàòà äî ïîòðåáíàòà âèñèíà, à ïîòîà âðàòåòå 
ãè ñèòå íàâðòêè êîè áåà îòñòðàíåòè. 
- Ñòàâåòå ãî ôèêñèðà÷êèîò äåë íà ãîðíèîò îŸàê 26 íà äåëîò êî¼ 
âèñè ñî äâåòå íàâðòêè 12w (M3 x8). 
- Ïîäèãíåòå ¼à ðàìêàòà, Íàìåñòåòå ãè îòâîðèòå íà ðàìêàòà íà 
íàâðòêèòå äî êðà¼íà ïîçèöè¼à. 

Ïðèöâðñòåòå ãè äâåòå íàâðòêè è ñòàâåòå ãè äâåòå äðóãè íàâðòêè 
êîè ñå äàäåíè. ïðåä äåôèíèòèâíî äà ãè íàâðòèòå íàâðòêèòå, 
ìîæå �å òðåáà äà ¼à ïðèëàãîäèòå ïîçèöè¼àòà íà ðàìêàòà íà 
îŸàêîò ñî ðîòèðàœå íà ñòðóêòóðàòà íà îŸàêîò, è ïðèòîà 
âíèìàâà¼òå íàâðòêèòå äà íå èçëåçàò îä íèâíèòå ëåæèøòà âî 
îòâîðèòå. 

- Ñåãà òðåáà äà ãè ñòàâèòå è ïðèöâðñòèòå 4 
áåçáåäíîñíè íàâðòêè. Ïîñòàïåòå íà ñëåäíèîò 
íà÷èí: 
- Íàïðàâåòå îòâîð íà òàâàíîò ñî 10 áóðãè¼à çåìà¼�è ãè 
êàêî ðåôåðåíòíè òî÷êè ñòðàíè÷íèòå äåëîâè íà 
ôèêñèðà÷êèîò äåë íà ãîðíèîò îŸàê. 
- Ñòàâåòå ãè 4 êëèíîâè ( äàäåíè)
- Ñòàâåòå ãè øà¼áíèòå (äàäåíè) íà íàâðòêèòå è 
ïðèöâðñòåòå.
- Ðàìêàòà ìîðà äà áèäå ñèãóðíà çà äà ¼à èçäðæè 
òåæèíàòà íà àñïèðàòîðîò è ïîòðåñè ïðåäèçâèêàíè îä 
ïîâðåìåíèîò àêñè¼àëåí ïðèòèñîê íàñïðîòè 
ïðèöâðñòåíèîò àïàðàò. Îòêàêî �å çàâðøèòå, ïðîâåðåòå 
äàëè îñíîâàòà å ñòàáèëíà, äóðè è àêî ðàìêàòà å 
ïîäëîæíà íà ñòðàíè÷íî îïòîâàðóâàœå.

Âî ñëó÷àèòå êàäå òàâàíîò íå å äîâîëíî ñèëåí, ìîíòåðîò ìîðà äà 
îáåçáåäè ïîòïîðíè ïëî÷è ïîñòàâåíè íà ñòðàíè÷íèòå öâðñòè 
äåëîâè
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Ïîâðçóâàœå

Ñèñòåì çà îäâîä íà âîçäóõîò, âåðçè¼à ñî öåâêè

Êîãà �å ¼à èíñòàëèðàòå âåðçè¼à ñî öåâêè, ïîâðçåòå ãî 
àñïèðàòîðîò ñî îŸàêîò èëè ñî ïîìîø íà ôëåêñèáèëíà 
èëè öâðñòà öåâêà ø 150 èëè 120 ìì, èçáîð êî¼ ñå îñòàâà 
íà èíñòàëàòåðîò. 

� Äà èíñòàëèðàòå ø 120ìì ïîâðçóâàœå íà îäâîäîò 
çà âîçäóõ, ñòàâåòå ¼à ðåäóêöèîíàòà ôëàíøà 9 íà 
îäâîäîò íà òåëîòî íà àñïèðàòîðîò.

� Ôèêñèðà¼òå ¼à öåâêàòà âî ïîçèöè¼à ñî ïîìîø íà 
ñïî¼êèòå íà öåâêèòå25. (íå ñå äàäåíè)

� Îòñòðàíåòå ãè ôèëòðèòå ñî àêòèâèðàí ¼àãëåí

Îäâîä íà âîçäóõîò ñî êðóæåœå

Ñòàâåòå ¼à ðåäóêöèîíàòà ôëàíøà 9 íà îäâîäîò íà 
àñïèðàòîðîò. Ïðèêà÷åòå ãî äèõòóíãîò Novastik 13 íà 
ïîâðçóâàœåòî íà îäâîäîò 15 è ôèêñèðà¼òå íà ãîðíàòà ðàìêà 
ñî 2 íàâðòêè 24.  Ôèêñèðà¼òå ãî äîäàòíèîò äåë íà çà 
ïîâðçóâàœå 14 íà ïîâðçóâàœåòî íà îäâîäîò 15. 
Ñòàâåòå ¼à öåâêàòà çà ïîâðçóâàœå 29 ìåƒó äâàòà îäâîäè çà 
âîçäóõ
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Ñêëîïóâàœå íà îŸàêîò – Ìîíòèðàœå íà òåëîòî íà 
àñïèðàòîðîò

Ïîçèöèîíèðà¼òå ãî äåëîò íà ãîðíèîò îŸàê è ôèêñèðà¼òå ãî 
ïîâðçóâàœåòî íà ãîðíèîò äåë ñî 2 íàâðòêè 12c (2,9 x 9,5) êîè ñå 
äàäåíè.

Âåðçè¼à ñî êðóæåœå
Ïðîâåðåòå äàëè ïîçèöè¼àòà íà êîíåêòîðîò íà îäâîäîò çà âîçäóõ 
15 îäãîâàðà íà ðåøåòêàòà íà îŸàêîò.Àêî íå å òàêà, îòñòðàíåòå ãî 
îŸàêîò è ïðèëàãîäåòå ïîçèöè¼àòà íà êîíåêòîðîò 15; âðàòåòå ãè 
åëåìåíòèòå êàêî øòî å îïèøàíî ïîãîðå
Ïðåä äà ãî ôèêñèðàòå àñïèðàòîðîò íà ðàìêàòà:
Íàâðòåòå ãè äâåòå íàâðòêè 12f äî ïîëà âî îòâîðèòå íà ñòðàíèòå íà 
äîëíèîò äåë íà ðàìêàòà. 
Îòâîðåòå ¼à ïëî÷àòà çà àñïèðèðàœå ñî âðòåœå íà ïîñåáíèîò äåë 
Îäâðòåòå ¼à ïëî÷àòà îä àñïèðàòîðîò ñî ëèçãàœå íà äàäåíèîò ïèí 
ëîñò.
Îòñòðàíåòå ãè ôèëòðèòå ñî àêòèâåí ¼àãëåí.
Îòñòðàíåòå ãè ôèëòðèòå çà ìàñíîòèè. 
Ïîäèãíåòå ¼à àñïèðàòîðîò è íàâðòåòå ãè 12f íàâðòêèòå âî 
îòâîðèòå (À) äî êðà¼. 
Îä ïîäîëó, èñêîðèñòåòå ãè 4 íàâðòêè 12q è 4 øà¼áíè 22 êîè ñå 
äàäåíè è ïðèöâðñòåòå ãè ñèòå íàâðòêè

ÅËÅÊÒÐÈ×ÍÎ ÏÎÂÐÇÓÂÀŒÅ

Ïîâðçåòå ãî àñïèðàòîðîò ñî ñòðó¼à ïðåêó ïðèêëó÷îê ñî äâà ïîëà 
è äà èìà êîíòàêòåí ïðîñòîð îä 3 ìì.
Îòâîðåòå ¼à ïëî÷àòà çà àñïèðèðàœå è ïîäìà÷êàíèòå ôèëòðè è 
ïðîâåðåòå äàëè íàïî¼íèîò êàáåë å ïðàâèëíî ïîñòàâåí âî 
ïðèêëó÷îêîò íà ñòðàíàòà íà âåíòèëàòîðîò. 
Çàêà÷åòå ãè êîíåêòîðèòå.
Ñòàâåòå ãî ôèëòåðîò çà ìèðèçáà è îíî¼ ñî àêòèâåí ¼àãëåí âî 
ñëó÷à¼ àñïèðàòîðîò äà ñå êîðèñòè êàêî âåðçè¼à ñî êðóæåœå. 
Ñòàâåòå ãî ôèëòåðîò çà ìàñíîòèè ïîâòîðíî è ïîòîà ïëî÷àòà çà 
àñïèðèðàœå.
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ÓÏÎÒÐÅÁÀ

Control panel

Êîï÷å Ôóíêöè¼à Äèñïëå¼
A Âêëó÷óâàœå è èñêëó÷óâàœå íà ìîòîðîò íà 

àñïèðàòîðîò íà áðçèíà åäåí
£à ïîêàæóâà ïðèëàãîäåíàòà áðçèíà.

B £à íàìàëóâà áðçèíàòà íà ðàáîòà £à ïîêàæóâà ïðèëàãîäåíàòà áðçèíà
C £à çãîëåìóâà  áðçèíàòà íà ðàáîòà £à ïîêàæóâà ïðèëàãîäåíàòà áðçèíà
D £à àêòèâèðà èíòåíçèâíàòà îä áèëî êî¼à äðóãà 

áðçèíà, è îä èñêëó÷åí ìîòîð. Îâàà áðçèíà å 
ïðèëàãîäåíà äà ðàáîòè 10 ìèíóòè, à ïîòîà 
ñèñòåìîò ñå âðà�à íà áðçèíàòà íà êî¼à áèë 
ïîäåñåí ïðåòõîäíî. Ñîîäâåòíà  çà ãîòâåœå ñî 
ãîëåìà ìèðèçáà. 
------------------------------------------------------------------
Ïðèòèñíåòå è äðæåòå ãî êîï÷åòî îêîëó 5 
ñåêóíäè, ñèòå ôóíêöèè èñêëó÷åíè ( ìîòîðîò è 
ñâåòëàòà), äà ãî àêòèâèðàòå àëàðìîò çà ôèëòåð 
ñî àêòèâåí ¼àãëåí, âêëó÷óâàœå è èñêëó÷óâàœå 
íà èñòèîò.. 

Èíäèêàòîðîò ÍI òðåïêà è âðåìåòî êîå ïðåîñòàíóâà 
íà ñåêî¼à ñåêóíäà.

------------------------------------------------------------------------
FC +Punto (2 òðåïêà) Àëàðì-èñêëó÷åí
FC+ Punto (1 òðåïêà) Àëàðì- âêëó÷åí  

E 24÷ ôóíêöè¼à
Ñòàðòóâà ìîòîðîò íà áðçèíà êî¼à îâîçìîæóâà 
àñïèðèðàœå íà ñåêîè 10 ìèíóòè íà ñåêî¼ ÷àñ. 
Êîãà å âêëó÷åí ôèëòåðîò çà çàñèòóâàœå ìîæå 
äà ñå ðåñåòèðà àëàðìîò ñî ïðèòèñêàœå íà îâà 
êîï÷å îêîëó 2 ñåêóíäè. Èíäèêàöè¼àòà å 
âèäëèâà êîãà ìîòîðîò å èñêëó÷åí.

Äèñïëå¼îò ïîêàæóâà 24÷ è òî÷êà íà äåñíèîò äîëåí 
àãîë òðåïêà íà ñåêî¼à ñåêóíäà, äîäåêà ðàáîòè 
ìîòîðîò. 
Ñå èñêëó÷óâà ñî ïðèòèñêàœå íà êîï÷å. 
FF òðåïêà òðèïàòè 

Êîãà ïîñòàïêàòà �å çàâðøè, äèñïëå¼îò ïîêàæóâà 
FG - Ïîêàæóâà äåêà å ïîòðåáíî äà ñå èçìè¼àò 
ìåòàëíèòå ïîäìà÷êàíè ôèëòðè. Àëàðìîò ñå 
àêòèâèðà íà ñåêîè 100 ðàáîòíè ÷àñà.

FC- Ïîêàæóâà äåêà àëàðìîò çà çàñèòåí ôèëòåð ñî 
¼àãëåí å àêòèâèðàí è ôèëòåðîò òðåáà äà ñå çàìåíè; 
ìîðà äà ñå èçìè¼àò è ìåòàëíèòå ïîäìà÷êàíè 
ôèëòðè. Ôèëòåðîò ñî ¼àãëåí ñå àêòèâèðà ïî 200 
ðàáîòíè ÷àñîâè.

F Ôóíêöè¼à çà îäëîæóâàœå
£à àêòèâèðà ôóíêöè¼àòà çà îäëîæóâàœå, ñî 
àâòîìàòñêî èñêëó÷óâàœå íà ìîòîðîò, 
âåíòèëàòîðèòå è ñâåòëîòî çà 30 ìèíóòè. èëè ñî 
èñêëó÷óâàœå íà ìîòîðîò. 
Ñå èñêëó÷óâà äî ïðèòèñêàœå íà áèëî êîå 
êîï÷å èëè ñî èñêëó÷óâàœå íà ìîòîðîò.
------------------------------------------------------------------
Ïðèòèñíåòå è äðæåòå ãî êîï÷åòî îêîëó 5 
ñåêóíäè, ñèòå ôóíêöèè èñêëó÷åíè ( ìîòîðîò è 
ñâåòëàòà), äà ãî àêòèâèðàòå àëàðìîò çà ôèëòåð 
ñî àêòèâåí ¼àãëåí, âêëó÷óâàœå è èñêëó÷óâàœå 
íà èñòèîò.

Ïîêàæóâà ñèìáîë íà ÷àñîâíèê è òðåïêà. Ñå 
èñêëó÷óâà ñî ïðèòèñêàœå íà áèëî êîå êîï÷å.            

-----------------------------------------------------------------------
IR + punto  (2 òðåïêà) Àëàðì-èñêëó÷åí
IR+ punto (1 òðåïêà) Àëàðì- âêëó÷åí  

G Âêëó÷óâàœå è èñêëó÷óâàœå íà ñâåòèëêèòå. Àêî 
ãî äðæèòå 3 ñåêóíäè ïðèòèñíàòî ãè 
âêëó÷óâà/èñêëó÷óâà ñòðàíè÷íèòå ñâåòëà 
(íåîíñêèòå ëåíòè). 

 

H Âêëó÷óâàœå è èñêëó÷óâàœå íà ñâåòëîòî. 
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ÎÄÐÆÓÂÀŒÅ 

ÓÏÐÀÂÓÂÀ× (ÈÇÁÎÐÅÍ)
Óðåäîò ìîæå äà ñå êîíòðîëèðà ñî ïîìîø íà äàëå÷èíñêè 
óïðàâóâà÷ êî¼ ðàáîòè íà 1.5 V ¼àãëåðîä-öèíêîâè àëêàëíè 
áàòåðèè îä ñòàíäàðäåí òèï LR03-AAA. (íå ñå äàäåíè).
- Íå ñòàâà¼òå ãî äàëå÷èíñêèîò óïðàâóâà÷ áëèçó äî òîïëîòíè 
èçâîðè.
- Èñêîðèñòåíèòå áàòåðèè ìîðà ñîîäâåòíî äà ñå ôðëàò. 

×èñòåœå íà êîìôîðò ïëî÷èòå

- Èçâëå÷åòå ¼à êîìôîðò ïëî÷àòà äà ¼à îòâîðèòå.
- Èçâàäåòå ãè ïëî÷èòå îä àñïèðàòîðîò ñî ëèçãàœå.
- Êîìôîðò ïëî÷àòà íèêîãàø íå ñìåå äà ñå ìèå âî ìàøèíà çà 
ñàäîâè.
- Íàäâîðåøíèîò äåë èñ÷èñòåòå ãî ñî âëàæíà êðïà è 
íåóòðàëåí òå÷åí äåòåðãåíò.
- Âíàòðåøíîñòà èñòî òàêà èñ÷èñòåòå ¼à ñî âëàæíà êðïà è 
íåóòðàëåí òå÷åí äåòåðãåíò; íèêîãàø íå óïîòðåáóâà¼òå 
âëàæíà êðïà èëè ñóíƒåðè, èëè ìëàç âîäà, è íå êîðèñòåòå 
àáðàçèâíè ñðåäñòâà.
- Îòêàêî �å ¼à çàâðøèòå ãîðå ñïîìåíàòà îïåðàöè¼à, çàêà÷åòå 
¼à ïëî÷àòà è ñâðòåòå ãî êîï÷åòî âî ñïðîòèâíà íàñîêà.  
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Ìåòàëíè Ôèëòðè çà ìàñíîòèè

Ôèëòðèòå ñå ìè¼àò è ìîðà äà ñå ÷èñòàò êîãà FG çíàêîò ñå ïî¼àâóâà 
íà äèñïëå¼îò èëè íà¼ìàëêó íà ñåêîè 2 ìåñåöà ðàáîòåœå èëè 
ïî÷åñòî àêî ðåäîâíî ñå êîðèñòè.

Ðåñåòèðàœå íà àëàðìîò

- Èñêëó÷åòå ãî ñâåòëîòî è ìîòîðîò íà àñïèðàòîðîò è ïîòîà 
èñêëó÷åòå ¼à 24÷ ôóíêöè¼à, àêî å àêòèâíà. 
- Ïðèòèñíåòå ãî êîï÷åòî Å. (âèäåòå äåë Óïîòðåáà)

×èñòåœå íà ôèëòðèòå

- Îòâîðåòå ¼à ïëî÷àòà ñî èçâëåêóâàœå
- Îòñòðàíåòå ãè ôèëòðèòå åäåí ïî åäåí ñî ïðèòèñêàœå êîí 
çàäíèîò äåë íà ãðóïàòà è ïîâëåêóâàœå âî èñòî âðåìå.
- Èçìè¼òå ãè ôèëòðèòå è âíèìàâà¼òå äà íå ñå èñêðèâàò. Íåêà ñå 
èñóøàò ïðåä äà ãè ñòàâèòå ïîâòîðíî.(àêî ïîâðøèíàòà íà 
ôèëòåðîò âî òåêîò íà âðåìåòî ñå ïðîìåíè, íåìà äà èìà íèêàêâî 
âëè¼àíèå âðç ðàáîòàòà íà èñòèòå.)
- Êîãà �å ãè ïîñòàâèòå äåêà ðà÷êàòà òðåáà äà å âèäëèâà îä 
íàäâîð.
- Çàòâîðåòå ãè êîíôîð ïëî÷èòå.  
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Çàìåíóâàœå íà ôèëòåðîò ñî àêòèâåí ¼àãëåí

Ðåñåòèðàœå íà ñèãíàëîò çà àëàðì

• Èñêëó÷åòå ãî ñâåòëîòî è ìîòîðîò íà àñïèðàòîðîò è ïîòîà èñêëó÷åòå 
¼à 24÷ ôóíêöè¼à, àêî å àêòèâíà. 

• Ïðèòèñíåòå ãî êîï÷åòî Å. (âèäåòå äåë Óïîòðåáà)

Çàìåíóâàœå íà ôèëòåðîò 

• Îòâîðåòå ãè êîíôîð ïëî÷èòå ñî èçâëåêóâàœå. 
• Îòñòðàíåòå ãè ôèëòðèòå çà ìàñíîòèè.
• Îòñòðàíåòå ãè ôèëòðèòå ñî çàñèòåí àêòèâèðàí ¼àãëåí ñî îäâðòóâàœå 

íà ôèêñèðà÷êèòå êóêè
• Íàìåñòåòå ãî íîâèîò ôèëòåð íà òî¼ íà÷èí øòî �å ãî çàêà÷èòå è 

íàìåñòèòå ãè íà ñâîåòî ìåñòî
• Âðàòåòå ãè ìåòàëíèòå ôèëòðè çà ìàñíîòèè 
• Çàòâîðåòå ãè êîíôîð ïëî÷èòå.

ÇÀÌÅÍÓÂÀŒÅ ÍÀ ÑÂÅÒËÎÒÎ 

20 W õàëîãåíñêî ñâåòëî.

• Èçâàäåòå ãî êàïà÷åòî íà ñâåòèëêàòà ñî îäâðòóâàœå íà íàâðòêèòå. 
• Èçâàäåòå ¼à ñâåòèëêàòà îä äðæà÷îò. 
• Çàìåíåòå ¼à îä èñò âèä,è íå çàáîðàâà¼òå äà ïðîâåðèòå äàëè äâåòå 

èãëè ñå ïðàâèëíî ïîñòàâåíè âî ëåæèøòåòî íà äðæà÷îò íà ñâåòëîòî. 
• Âðàòåòå ãî äðæà÷îò è ôèêñèðà¼òå ñî äâåòå íàâðòêè êîè áåà 

èçâàäåíè.

Ôèëòåð ñî àêòèâèðàí ¼àãëåí (âåðçè¼à ñî êðóæåœå)

- Ôèëòåðîò íå ñå ìèå è íå ìîæå äà ñå îáíîâè. Ìîðà äà ñå çàìåíè êîãà FC
ñâåòëîòî òðåïêà èëè íà ñåêîè 4 ìåñåöè ðàáîòåœå.  Ñèãíàëîò çà àëàðì �å ñå âêëó÷è êîãà ìîòîðîò íà 
àñïèðàòîðîò �å ñå âêëó÷è.

Àêòèâèðàœå íà ñèãíàëîò çà àëàðì

- Âî âåðçè¼àòà ñî êðóæåœå Àñïèðàòîðè, àëàðìîò çà çàñèòóâàœå íà Ôèëòåðîò ìîæå äà ñå àêòèâèðà 
ïðè ìîíòèðàœåòî èëè ïîäîöíà. 
- Èñêëó÷åòå ãî ñâåòëîòî è ìîòîðîò çà àñïèðàöè¼à.
- Ïðèòèñíåòå D è äðæåòå îêîëó 5 ñåêóíäè:
- Ïîðàêàòà FC + Puntino  òðåïêà äâàïàòè. Àëàðìîò çà çàñèòóâàœå å ÀÊÒÈÂÈÐÀÍ.
- Ïîðàêàòà FC + Puntino  òðåïêà äâàïàòè. Àëàðìîò çà çàñèòóâàœå å ÄÅÀÊÒÈÂÈÐÀÍ.
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SAFETY INFORMATION
 

 For your safety and correct operation of the appliance, read this manual 
carefully before installation and use. Always keep these instructions 
with the appliance even if you move or sell it. Users must fully know the 
operation and safety features of the appliance. 
 
 The wire connection has to be done by specialized technician. 
The manufacturer will not be held liable for any damages resulting from 
incorrect or improper installation. 
The minimum safety distance between the cooker top and the extractor 
hood is 650 mm (some models can be installed at a lower height, 
please refer to the paragraphs on working dimensions and installation). 
If the instructions for installation of the gas hob specify a greater 
distance, this must be respected.  
Check that the mains voltage corresponds to that indicated on the 
rating plate fixed to the inside of the hood. 
Means for disconnection must be incorporated in the fixed wiring in 
accordance with the wiring rules. 
For Class I appliances, check that the domestic power supply 
guarantees adequate earthing. 
Connect the extractor to the exhaust flue through a pipe of minimum 
diameter 120 mm. The route of the flue must be as short as possible. 
Regulations concerning the discharge of air have to be fulfilled. 
Do not connect the extractor hood to exhaust ducts carrying 
combustion fumes (boilers, fireplaces, etc.). 
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If the extractor is used in conjunction with non-electrical appliances 
(e.g. gas burning appliances), a sufficient degree of aeration must be 
guaranteed in the room in order to prevent the backflow of exhaust gas. 
When the cooker hood is used in conjunction with appliances supplied 
with energy other than electric, the negative pressure in the room must 
not exceed 0,04 mbar to prevent fumes being drawn back into the room 
by the cooker hood. 
The air must not be discharged into a flue that is used for exhausting 
fumes from appliances burning gas or other fuels. 
If the supply cord is damaged, it must be replaced from the manufac-
turer or its service agent. 
Connect the plug to a socket complying with current regulations, lo-
cated in an accessible place. 
With regards to the technical and safety measures to be adopted for 
fume discharging it is important to closely follow the regulations pro-
vided by the local authorities. 
 WARNING: Before installing the Hood, remove the protective films. 
Use only screws and small parts supplied with the hood. 
 WARNING: Failure to install the screws or fixing device in accordance 
with these instructions may result in electrical hazards. 

Do not look directly at the light through optical devices (binoculars, 
magnifying glasses…). 
Do not flambè under the range hood; risk of fire. 
This appliance can be used by children aged from 8 years and above 
and persons with reduced physical, sensory or mental capabilities or 
lack of experience and knowledge if they have been given supervision 
or instruction concerning use of the appliance in a safe way and under-
stand the hazards involved. Children shall not play with the appliance. 
Cleaning and user maintenance shall not be made by children without 
supervision. 
Children should be supervised to ensure that they do not play with the 
appliance. 
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The appliance is not to be used by persons (including children) with re-
duced physical, sensory or mental capabilities, or lack of experience 
and knowledge, unless they have been given supervision or instruction. 
 Accessible parts may become hot when used with cooking appliances. 
 
Clean and/or replace the Filters after the specified time period (Fire 
hazard). See paragraph Care and Cleaning. 
There shall be adequate ventilation of the room when the range hood is 
used at the same time as appliances burning gas or other fuels (not 
applicable to appliances that only discharge the air back into the room). 
 

The symbol on the product or on its packaging indicates that this 
product may not be treated as household waste. Instead it shall be 
handed over to the applicable collection point for the recycling of elec-
trical and electronic equipment. By ensuring this product is disposed of 
correctly, you will help prevent potential negative consequences for the 
environment and human health, which could otherwise be caused by 
inappropriate waste handling of this product. For more detailed informa-
tion about recycling of this product, please contact your local city office, 
your household waste disposal service or the shop where you pur-
chased the product. 
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CHARACTERISTICS
Dimensions 
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Components 
Ref. Q.ty Product Components 
1 1 Hood Body, complete with: Controls, Light, Blower, 

Filters 
2 1 Upper Chimney 
7.1 1 Telescopic frame complete with extractor, consisting of: 
7.1a 1 Upper frame 
7.1b 1 Lower frame 
9 1 Reducer Flange ø 150-120 mm 
13 1 Gasket 
14 1 Hood Body Air Outlet Extension Piece  
15 1 Air Outlet Connection 
25  Pipe clamps (not included) 
26 1 Fixing Part of the upper Chimney 
29 1 Air outlet connection tube 
 
Ref. Q.ty Installation Components 
11 4 Wall Plugs ø 10 
12c 4 Screws 2,9 x 9,5 
12f 2 Screws M6 x 15 
12g 4 Screws M6 x 80 
12h 4 Screws 5,2 x 70 
12q 4 Screws 3,5 x 9,5 
12w 2 Screws M3 x 8 
21 1 Drilling template 
22 8 6.4 mm int. dia washers 
23 4 M6 nuts 
24 2 Fixing knobs for the air outlet connection piece 
 
 Q.ty Documentation 
 1 Instruction Manual 
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INSTALLATION

Drilling the Ceiling/shelf and fixing the frame 

DRILLING THE CEILING/SHELF 

• Use a plumb line to mark the centre of the hob on the ceiling/support shelf. 
• Place the drilling template 21 provided on the ceiling/support shelf, making sure that the 

template is in the correct position by lining up the axes of the template with those of the hob. 
• Mark the centres of the holes in the template. 
• Drill the holes at the points marked: 

•  For concrete ceilings, drill for plugs appropriate to the screw size. 
•  For hollow brick ceilings with wall thickness of 20 mm: drill ø 10 mm(immediately insert 

the Dowels 11 supplied). 
•  For wooden beam ceilings, drill according to the wood screws used. 
•  For wooden shelf, drill ø 7 mm. 
•  For the power supply cable feed, drill ø 10 mm. 
•  For the air outlet (Ducted Version), drill according to the diameter of the external air ex-

haust duct connection. 
• Insert two screws of the following type, crossing them and leaving 4-5 mm from the ceiling: 

•  For concrete ceilings, use the appropriate plugs for the screw size (not provided). 
•  for Cavity ceiling with inner space, with wall thickness of approx. 20 mm, Screws 12h, 

supplied. 
•  For wooden beam ceilings, use 4 wood screws (not provided). 

 •  For wooden shelf, use 4 screws 12g with washers 22 and nuts 23, provided. 
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FIXING THE FRAME 

If you wish to adjust the height of the frame,  proceed 
as follows: 
• Unfasten the metric screws joining the two columns, 

located at the sides of the frame.  
• Adjust the frame to the required, then replace all the 

screws removed as above. 
• Fix the Fixing Part of the Upper Chimney 26 to the 

hanging kit using the 2 screws 12w (M3 x 8). 
• Lift up the frame, fit the frame slots onto the screws 

up to the slot end positions. 
• Tighten the two screws and fasten the other two 
 screws provided; before locking the screws com-

pletely, it is possible to adjust the frame by turning it, 
making sure that the screws do not come out of their 
housing in the adjustment slot. 

• It is now possible to place and tighten the 4 safety 
screws, Proceed as follows: 

 • drill the ceiling with a 10 mm ø bit taking as refer-
ence the holes of the side parts of the  upper 
chimney fixing part. 

 • insert the 4 dowels (provided). 
 • insert the washers (provided) to the screws and 

tighten the screws 
• The Frame must be securely fastened so as to support 

both the weight of the Hood and the stress caused by 
occasional axial pressure against the fitted  Appli-
ance. After fixing, make sure that the base is stable 
even when the Frame is subjected to lateral stress. 

• If the Ceiling is not strong enough in the area where 
the hood is to be fixed, the Installer must strengthen 
the area using suitable plates and counterplates an-
chored to resistant structures. 
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Ducted version air exhaust system Connection 
When installing the ducted version, connect the hood to the 
chimney using either a flexible or rigid pipe ø 150 or 120 mm, 
the choice of which is left to the installer. 
• To install a ø 120 mm air exhaust connection, insert the re-

ducer flange 9 on the hood body outlet. 
• Fix the pipe using the pipe clamps 25 (not provided).  
• Remove any activated charcoal filters. 
 

�
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RECIRCULATION VERSION AIR OUTLET 
• Insert the reducer flange 9 on the air outlet of the extractor. 
• Attach the adhesive Novastik gasket 13 to the air outlet con-

nection 15 and fix this to the upper frame using the 2 knobs 24. 
• Fix the air outlet connection extension piece 14 to the air outlet 

connection 15. 
• Place the air outlet connection tube 29 between the two air out-

lets. 
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Flue assembly - Mounting the hood body  
• Insert the upper duct and fix it on the top of the upper duct 

connection using the 12c screws (2.9 x 9.5) supplied with the 
appliance. 

Recirculation version 
• It is necessary to make sure that the air outlet connection 15 is 

placed correctly so that the air outlet grid in it corresponds to 
that of the chimney.  

• If the grids of the two parts are not corresponding to each 
other, it will be necessary to remove the chimney and to adjust 
the position of the air outlet connection 15, and at last to as-
sembly the parts again by following the earlier indications. 

Before fixing the hood body to the frame: 
• Screw the 2 screws 12f half way into the holes provided in the 

sides of the bottom of the frame. 
• Open the suction panel by turning the specific knob. 
• Disconnect the panel from the hood canopy by sliding the fix-

ing pin lever. 
• Remove the grease filters from the hood body. 
• Remove any activated charcoal filters. 
• Lift the hood canopy and engage the screws 12f in the slots (A) 

as far as they will go. 
• Working from below, fix the hood canopy to the frame (B), 

using the 4 screws 12q and 4 washers 22 provided, then tighten 
all the screws securely. 

 

�
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ELECTRICAL CONNECTION 
• Connect the Hood to the mains power supply, inserting a two-

pole cut-out switch with contact aperture of at least 3 mm 
along the line. 

• Pull the Comfort Panel to open it, ensure that the supply cable 
connector is properly inserted into the Suction device socket 

• Join the connectors.  
• Install the odour filter and the charcoal filter in case the hood is 

to be used in recycling version. 
• Install the grease filter again, and successively the suction 

panel. 
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USE

� � � � � � � 	

Control panel 

 
 

Button Function Display 
A Turns the suction motor on and off at speed one. Displays the set speed 
B Decreases the working speed. Displays the set speed 
C Increases the working speed. Displays the set speed 
D Activate intensive speed from any other speed, 

including motor off. This speed is set to operate 
for 6 minutes, after which the system returns to the 
speed that was set before. Suitable to deal with 
maximum levels of cooking fumes. 

Displays HI and the time remaining once very second. 

 Press and hold the button for approximately 5 
seconds, with all the loads turned off (Motor and 
Lights), to turn the Activated Charcoal Filter 
alarm On and Off. 

FC+Punto (2 flashes)–Alarm On. 
FC+Punto (1 flash)–Alarm Off. 

E 24H function 
Turns the suction motor on at speed one and 
effects one 10 minute extraction every hour.  

Displays 24 and the spot at the bottom right flashes once 
every second, while the motor is running. 
It is disabled by pressing the button. 

 When the filters alarm is triggered, the alarm can 
be reset by pressing and holding this button for 
approximately 3 seconds.  
These indications are only visible when the motor 
is turned off. 

FF flashes three times. 
 
 
When the procedure terminates, the indication shown 
previously turns off: 
FG indicates the need to wash the metal grease filters. 
The alarm is triggered after the Hood has been in 
operation for 100 working hours.  
FC indicates the need to change the activated charcoal 
filters, and also to wash the metal grease filters. The alarm 
is triggered after the Hood has been in operation for 200 
working hours. 

F Delay function  
Activate automatic switch-off with a 30’ delay. 
Suitable to complete elimination of residual 
odours. Can be activated from any position, and is 
disabled by pressing the button or turning the 
motor off. 

Displays the operating speed and the spot at the bottom 
right flashes once a second. 

 Press and hold the button for approximately 5 
seconds, with all the loads turned off (Motor and 
Lights), to turn the Remote Control On and Off. 

IR+Punto (2 flashes)–Alarm On. 
IR+Punto (1 flash)–Alarm Off. 

G Turns the lighting system on and off at maximum 
intensity. 

 

H Turns the Courtesy Lighting on and off.  
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MAINTENANCE
REMOTE CONTROL (OPTIONAL) 

This appliance can be commanded using a remote control, powered by a CR2032 type 
3 V battery (not supplied). 
• Do not place the remote control near heat sources. 
• Do not discard the batteries with normal waste, they must be put into the specific 

containers. 
 

Cleaning the Comfort Panels 

• Pull the Comfort Panel to open it. 
• Disconnect the panel from the hood canopy by sliding the fixing pin lever. 
• The comfort panel must never be washed in a dishwasher. 
• Clean the outside by using a damp cloth and neutral liquid detergent. 
• Clean the inside as well by using a damp cloth and neutral detergent; do not 

use wet cloths or sponges, or jets of water; do not use abrasive substances. 
 
• When the above operation has been completed, hook the panel back to the 

hood canopy and close it by turning the knob in the opposite direction. 
 

Metal grease filters 
They can be washed in the dishwasher, and need to be cleaned whenever the 
FG sign appears on the display or at least once every 2 months use, or more 
frequently if use is particularly intensive. 

Resetting the alarm signal 
• Turn the Lights and the Suction motor off, then disable the 24h function, if 

enabled. 
• Press button E (see the paragraph on Use). 

Cleaning the Filters 
• Open the Comfort panels by pulling on the recess. 
• Remove the Filters one at a time, pushing them towards the back of the unit 

and at the same time pulling downward. 
• Wash the Filters without bending them, and leave them to dry completely 

before replacing. (If the surface of the filter changes colour as time goes by, 
this will have absolutely no effect on the efficiency of the filter itself.)  

• Replace, taking care to ensure that the handle faces forwards. 
• Close the Comfort panels. 
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Activated Charcoal Filter (Recirculation Version) 
It cannot be washed or regenerated, and must be changed when the FC symbol on the display 
appears, or at least once every 4 months. The Alarm signal, if it has been activated, only 
appears when the Suction motor is turned on. 

Activating the alarm signal  
• In Recirculation Version Hoods, the Filter Saturation Alarm must be activated on 

installation or at a later date. 
• Turn the Lights and the Suction Motor off. 
• Press D and hold for approximately 5 Seconds: 

• The message FC+Dot  flashes twice, A.C. Filter saturation alarm ACTIVATED 
• The message FC+Dot flashes once, A.C. Filter saturation alarm DEACTIVATED 

CHANGING THE ACTIVATED CHARCOAL FILTER 
Resetting the alarm signal 
• Turn the Lights and the Suction motor off, then disable the 24h 

function, if enabled. 
• Press button E (see the paragraph on Use). 
Changing the Filter 
• Open the Comfort panels by pulling on the recess. 
• Remove the Metal grease filters. 
• Remove the saturated charcoal filter by releasing the fixing 

hooks. 
• Fit the new filter and fasten it in its correct position. 
• Replace the Metal grease filters. 
• Close the Comfort panels. 
 

 

Lighting unit 
• For replacement contact technical support ("To purchase 

contact technical support"). 
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SICHERHEITSINFORMATIONEN
 

 Zu Ihrer eigenen Sicherheit und für die korrekte Funktion des Gerätes 
lesen Sie bitte diese Betriebsanleitung aufmerksam durch, bevor Sie das 
Gerät installieren und benutzen. Verwahren Sie die Bedienungsanleitung 
stets zusammen mit dem Gerät, auch wenn Sie dieses an Dritte 
weitergeben oder übertragen. Es ist wichtig, dass der Benutzer alle 
Betriebs- und Sicherheitsmerkmale des Gerätes kennt. 

 Die Kabel müssen von einem zuständigen Fachmann angeschlossen 
werden. 
Der Hersteller haftet nicht für etwaige Schäden, die durch eine fehlerhafte 
Installation oder einen ungeeigneten Gebrauch entstehen könnten. 
Der min. Sicherheitsabstand zwischen Kochfeld und Abzugshaube 
beträgt 650 mm (einige Modelle können auch niedriger installiert werden; 
siehe Absatz Installation). 
Sollten die Installationsanweisungen des gasbetriebenen Kochfelds einen 
größeren Abstand als oben angegeben vorsehen, ist dies zu 
berücksichtigen.  
Sicherstellen, dass die Netzspannung der auf dem Typenschild 
angegebenen Spannung entspricht. Das Typenschild ist im Inneren der 
Haube angebracht. 
Trennvorrichtungen müssen in der festen Anlage gemäß Normen über 
Verkabelungssysteme installiert werden. 
Für Geräte der Klasse I sicherstellen, dass das Versorgungsnetz des 
Gebäudes korrekt geerdet ist. 
Die Abzugshaube an den Schornstein mit einem Rohr mit 
Mindestdurchmesser von 120 mm anschließen. Der Verlauf des 
Rauchabzugs muss so kurz wie möglich sein. 
Alle gesetzlichen Vorschriften im Bereich Abluft einhalten. 
Die Abzugshaube darf nicht an einen Schacht angeschlossen werden, in 
den Rauchgase abgeleitet werden (z. B. von Heizkesseln, Kaminen, 
usw.). 
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